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1. Definitions


For purposes of this Clause, boldface type is used to identify defined terms.

1.1. The Arbiter is the person appointed jointly by the Procuring Entity and the Contractor to resolve disputes in the first instance, as provided for in GCC Clause 210.

1.2. Bill of Quantities refers to a list of the specific items of the Work and their corresponding unit prices, lump sums, and/or provisional sums.

1.3. The Completion Date is the date of completion of the Works as certified by the Procuring Entity’s Representative, in accordance with GCC Clause 498.

1.4. The Contract is the contract between the Procuring Entity and the Contractor to execute, complete, and maintain the Works.

1.5. The Contract Price is the price stated in the Letter of Acceptance and thereafter to be paid by the Procuring Entity to the Contractor for the execution of the Works in accordance with this Contract.

1.6. Contract Time Extension is the allowable period for the Contractor to complete the Works in addition to the original Completion Date stated in this Contract.
1.7. The Contractor is the juridical entity whose proposal has been accepted by the Procuring Entity and to whom the Contract to execute the Work was awarded. 

1.8. The Contractor’s Bid is the signed offer or proposal submitted by the Contractor to the Procuring Entity in response to the Bidding Documents.

1.9. Days are calendar days; months are calendar months.

1.10. Dayworks are varied work inputs subject to payment on a time basis for the Contractor’s employees and Equipment, in addition to payments for associated Materials and Plant.

1.11. A Defect is any part of the Works not completed in accordance with the Contract.

1.12. The Defects Liability Certificate is the certificate issued by Procuring Entity’s Representative upon correction of defects by the Contractor.

1.13. The Defects Liability Period is the one year period between project completion and final acceptance within which the Contractor assumes the responsibility to undertake the repair of any damage to the Works at his own expense.

1.14. Drawings are graphical presentations of the Works. They include all supplementary details, shop drawings, calculations, and other information provided or approved for the execution of this Contract.

1.15. Equipment refers to all facilities, supplies, appliances, materials or things required for the execution and completion of the Work provided by the Contractor and which shall not form or are not intended to form part of the Permanent Works.

1.16. The Intended Completion Date refers to the date specified in the SCC when the Contractor is expected to have completed the Works.  The Intended Completion Date may be revised only by the Procuring Entity’s Representative by issuing an extension of time or an acceleration order.

1.17. Materials are all supplies, including consumables, used by the Contractor for incorporation in the Works.

1.18. The Notice to Proceed is a written notice issued by the Procuring Entity or the Procuring Entity’s Representative to the Contractor requiring the latter to begin the commencement of the work not later than a specified or determinable date.

1.19. Permanent Works all permanent structures and all other project features and facilities required to be constructed and completed in accordance with this Contract which shall be delivered to the Procuring Entity and which shall remain at the Site after the removal of all Temporary Works.

1.20. Plant refers to the machinery, apparatus, and the like intended to form an integral part of the Permanent Works.

1.21. The Procuring Entity is the party who employs the Contractor to carry out the Works stated in the SCC.

1.22. The Procuring Entity’s Representative refers to the Head of the Procuring Entity or his duly authorized representative, identified in the SCC, who shall be responsible for supervising the execution of the Works and administering this Contract.

1.23. The Site is the place provided by the Procuring Entity where the Works shall be executed and any other place or places which may be designated in the SCC, or notified to the Contractor by the Procuring Entity’s Representative as forming part of the Site.

1.24. Site Investigation Reports are those that were included in the Bidding Documents and are factual and interpretative reports about the surface and subsurface conditions at the Site.

1.25. Slippage is a delay in work execution occurring when actual accomplishment falls below the target as measured by the difference between the scheduled and actual accomplishment of the Work by the Contractor as established from the work schedule. This is actually described as a percentage of the whole Works. 

1.26. Specifications means the description of Works to be done and the qualities of materials to be used, the equipment to be installed and the mode of construction.

1.27. The Start Date, as specified in the SCC, is the date when the Contractor is obliged to commence execution of the Works.  It does not necessarily coincide with any of the Site Possession Dates. 

1.28. A Subcontractor is any person or organization to whom a part of the Works has been subcontracted by the Contractor, as allowed by the Procuring Entity, but not any assignee of such person.

1.29. Temporary Works are works designed, constructed, installed, and removed by the Contractor that are needed for construction or installation of the Permanent Works.

1.30. Work(s) refer to the Permanent Works and Temporary Works to be executed by the Contractor in accordance with this Contract, including (i) the furnishing of all labor, materials, equipment and others incidental, necessary or convenient to the complete execution of the Works; (ii) the passing of any tests before acceptance by the Procuring Entity’s Representative; (iii) and the carrying out of all duties and obligations of the Contractor imposed by this Contract as described in the SCC.
2. Interpretation

2.1. In interpreting the Conditions of Contract, singular also means plural, male also means female or neuter, and the other way around.  Headings have no significance.  Words have their normal meaning under the language of this Contract unless specifically defined.  The Procuring Entity’s Representative will provide instructions clarifying queries about the Conditions of Contract.

2.2. If sectional completion is specified in the SCC, references in the Conditions of Contract to the Works, the Completion Date, and the Intended Completion Date apply to any Section of the Works (other than references to the Completion Date and Intended Completion Date for the whole of the Works).

3. Governing Language and Law

3.1. This Contract has been executed in the English language, which shall be the binding and controlling language for all matters relating to the meaning or interpretation of this Contract.  All correspondence and other documents pertaining to this Contract which are exchanged by the parties shall be written in English.

3.2. This Contract shall be interpreted in accordance with the laws of the Republic of the Philippines.

4. Communications

Communications between parties that are referred to in the Conditions shall be effective only when in writing.  A notice shall be effective only when it is received by the concerned party.

5. Possession of Site

5.1. On the date specified in the SCC, the Procuring Entity shall grant the Contractor possession of so much of the Site as may be required to enable it to proceed with the execution of the Works. If the Contractor suffers delay or incurs cost from failure on the part of the Procuring Entity to give possession in accordance with the terms of this clause, the Procuring Entity’s Representative shall give the Contractor a Contract Time Extension and certify such sum as fair to cover the cost incurred, which sum shall be paid by Procuring Entity.

5.2. If possession of a portion is not given by the date stated in the SCC Clause 5.1, the Procuring Entity will be deemed to have delayed the start of the relevant activities.  The resulting adjustments in contact time to address such delay shall be in accordance with GCC Clause 47.

5.3. The Contractor shall bear all costs and charges for special or temporary right-of-way required by it in connection with access to the Site. The Contractor shall also provide at his own cost any additional facilities outside the Site required by it for purposes of the Works.

5.4. The Contractor shall allow the Procuring Entity’s Representative and any person authorized by the Procuring Entity’s Representative access to the Site and to any place where work in connection with this Contract is being carried out or is intended to be carried out.

6. The Contractor’s Obligations

6.1. The Contractor shall carry out the Works properly and in accordance with this Contract. The Contractor shall provide all supervision, labor, Materials, Plant and Contractor's Equipment, which may be required. All Materials and Plant on Site shall be deemed to be the property of the Procuring Entity.

6.2. The Contractor shall commence execution of the Works on the Start Date and shall carry out the Works in accordance with the Program of Work submitted by the Contractor, as updated with the approval of the Procuring Entity’s Representative, and complete them by the Intended Completion Date.

6.3. The Contractor shall be responsible for the safety of all activities on the Site.

6.4. The Contractor shall carry out all instructions of the Procuring Entity’s Representative that comply with the applicable laws where the Site is located.

6.5. The Contractor shall employ the key personnel named in the Schedule of Key Personnel, as referred to in the SCC, to carry out the supervision of the Works. The Procuring Entity will approve any proposed replacement of key personnel only if their relevant qualifications and abilities are equal to or better than those of the personnel listed in the Schedule.

6.6. If the Procuring Entity’s Representative asks the Contractor to remove a member of the Contractor’s staff or work force, for justifiable cause, the Contractor shall ensure that the person leaves the Site within seven (7) days and has no further connection with the Work in this Contract.

6.7. During Contract implementation, the Contractor and his subcontractors shall abide at all times by all labor laws, including child labor related enactments, and other relevant rules.

6.8. The Contractor shall submit to the Procuring Entity for consent the name and particulars of the person authorized to receive instructions on behalf of the Contractor.

6.9. The Contractor shall cooperate and share the Site with other contractors, public authorities, utilities, and the Procuring Entity between the dates given in the schedule of other contractors particularly when they shall require access to the Site.  The Contractor shall also provide facilities and services for them during this period.  The Procuring Entity may modify the schedule of other contractors, and shall notify the Contractor of any such modification thereto.

6.10. Should anything of historical or other interest or of significant value be unexpectedly discovered on the Site, it shall be the property of the Procuring Entity.  The Contractor shall notify the Procuring Entity’s Representative of such discoveries and carry out the Procuring Entity’s Representative’s instructions in dealing with them.

7. Performance Security

7.1. Unless otherwise specified in the SCC, within ten (10) calendar days from receipt of the Notice of Award from the Procuring Entity but in no case later than the signing of the contract by both parties, the Contractor shall furnish the performance security in any the forms prescribed in ITB Clause 32.2.
7.2. The performance security posted in favor of the Procuring Entity shall be forfeited in the event it is established that the Contractor is in default in any of its obligations under the Contract. 

7.3. The performance security shall remain valid until issuance by the Procuring Entity of the Certificate of Final Acceptance.

7.4. The performance security may be released by the Procuring Entity and returned to the Contractor after the issuance of the Certificate of Final Acceptance subject to the following conditions:

(a) There are no pending claims against the Contractor or the surety company filed by the Procuring Entity;

(b) The Contractor has no pending claims for labor and materials filed against it; and

(c) Other terms specified in the SCC.

7.5. The Contractor shall post an additional performance security following the amount and form specified in ITB Clause 32.2 to cover any cumulative increase of more than ten percent (10%) over the original value of the contract as a result of amendments to order or change orders, extra work orders and supplemental agreements, as the case may be.  The Contractor shall cause the extension of the validity of the performance security to cover approved contract time extensions.

7.6. In case of a reduction in the contract value or for partially completed Works under the contract which are usable and accepted by the Procuring Entity the use of which, in the judgment of the implementing agency or the Procuring Entity, will not affect the structural integrity of the entire project, the Procuring Entity shall allow a proportional reduction in the original performance security, provided that any such reduction is more than ten percent (10%) and that the aggregate of such reductions is not more than fifty percent (50%) of the original performance security.

7.7. The Contractor, by entering into the Contract with the Procuring Entity, acknowledges the right of the Procuring Entity to institute action pursuant to  Act 3688 against any subcontractor be they an individual, firm, partnership, corporation, or association supplying the Contractor with labor, materials and/or equipment for the performance of this Contract.

8. Subcontracting

8.1. Unless otherwise indicated in the SCC, the Contractor cannot subcontract Works more than the percentage specified in ITB Clause 8.1.

8.2. Subcontracting of any portion of the Works does not relieve the Contractor of any liability or obligation under this Contract.  The Contractor will be responsible for the acts, defaults, and negligence of any subcontractor, its agents, servants or workmen as fully as if these were the Contractor’s own acts, defaults, or negligence, or those of its agents, servants or workmen.

8.3. Subcontractors disclosed and identified during the bidding may be changed during the implementation of this Contract, subject to compliance with the required qualifications and the approval of the Procuring Entity.  

9. Liquidated Damages

9.1. The Contractor shall pay liquidated damages to the Procuring Entity at the rate per day stated in the SCC for each day that the Completion Date is later than the Intended Completion Date.  The total amount of liquidated damages shall not exceed the amount defined in the SCC.  The Procuring Entity may deduct liquidated damages from payments due to the Contractor.  Payment of liquidated damages shall not affect the Contractor. Once the cumulative amount of liquidated damages reaches ten percent (10%) of the amount of this Contract, the Procuring Entity shall rescind this Contract, without prejudice to other courses of action and remedies open to it.

9.2. If the Intended Completion Date is extended after liquidated damages have been paid, the Engineer of the Procuring Entity shall correct any overpayment of liquidated damages by the Contractor by adjusting the next payment certificate.  The Contractor shall be paid interest on the overpayment, calculated from the date of payment to the date of repayment, at the rates specified in GCC Clause 40.1.

10. Site Investigation Reports

The Contractor, in preparing the Bid, shall rely on any Site Investigation Reports referred to in the SCC supplemented by any information obtained by the Contractor.

11. The Procuring Entity, Licenses and Permits

The Procuring Entity shall, if requested by the Contractor, assist him in applying for permits, licenses or approvals, which are required for the Works.

12. Contractor’s Risk and Warranty Security

12.1. The Contractor shall assume full responsibility for the Works from the time project construction commenced up to final acceptance by the Procuring Entity and shall be held responsible for any damage or destruction of the Works except those occasioned by force majeure. The Contractor shall be fully responsible for the safety, protection, security, and convenience of his personnel, third parties, and the public at large, as well as the Works, Equipment, installation, and the like to be affected by his construction work. 

12.2. The defects liability period for infrastructure projects shall be one year from project completion up to final acceptance by the Procuring Entity.  During this period, the Contractor shall undertake the repair works, at his own expense, of any damage to the Works on account of the use of materials of inferior quality within ninety (90) days from the time the Head of the Procuring Entity has issued an order to undertake repair.  In case of failure or refusal to comply with this mandate, the Procuring Entity shall undertake such repair works and shall be entitled to full reimbursement of expenses incurred therein upon demand.

12.3. In case the Contractor fails to comply with the preceding paragraph, the Procuring Entity shall forfeit its performance security, subject its property (ies) to attachment or garnishment proceedings, and perpetually disqualify it from participating in any public bidding. All payables of the GOP in his favor shall be offset to recover the costs. 

12.4. After final acceptance of the Works by the Procuring Entity, the Contractor shall be held responsible for “Structural Defects”, i.e., major faults/flaws/deficiencies in one or more key structural elements of the project which may lead to structural 
failure of the completed elements or structure, or “Structural Failures”, i.e., where one or more key structural elements in an infrastructure facility fails or collapses, thereby rendering the facility or part thereof incapable of withstanding the design loads, and/or endangering the safety of the users or the general public:

(a) Contractor – Where Structural Defects/Failures arise due to faults attributable to improper construction, use of inferior quality/substandard materials, and any violation of the contract plans and specifications, the contractor shall be held liable;

(b) Consultants – Where Structural Defects/Failures arise due to faulty and/or inadequate design and specifications as well as construction supervision, then the consultant who prepared the design or undertook construction supervision for the project shall be held liable;

(c) Procuring Entity’s Representatives/Project Manager/Construction Managers and Supervisors – The project owner’s representative(s), project manager, construction manager, and supervisor(s) shall be held liable in cases where the Structural Defects/Failures are due to his/their willful intervention in altering the designs and other specifications; negligence or omission in not approving or acting on proposed changes to noted defects or deficiencies in the design and/or specifications; and the use of substandard construction materials in the project;

(d) Third Parties - Third Parties shall be held liable in cases where Structural Defects/Failures are caused by work undertaken by them such as leaking pipes, diggings or excavations, underground cables and electrical wires, underground tunnel, mining shaft and the like, in which case the applicable warranty to such structure should be levied to third parties for their construction or restoration works.

(e) Users - In cases where Structural Defects/Failures are due to abuse/misuse by the end user of the constructed facility and/or non–compliance by a user with the technical design limits and/or intended purpose of the same, then the user concerned shall be held liable.

12.5. The warranty against Structural Defects/Failures, except those occasioned on force majeure, shall cover the period specified in the SCC reckoned from the date of issuance of the Certificate of Final Acceptance by the Procuring Entity. 

12.6. The Contractor shall be required to put up a warranty security in the form of cash, bank guarantee, letter of credit, GSIS or surety bond callable on demand, in accordance with the following schedule:

	Form of Warranty
	Minimum Amount in Percentage (%) of Total Contract Price

	(a) Cash or letter of credit issued by Universal or Commercial bank: provided, however, that the letter of credit shall be confirmed or authenticated by a Universal or Commercial bank, if issued by a foreign bank
	Five Percent (5%)

	(b) Bank guarantee confirmed by Universal or Commercial bank: provided, however, that the letter of credit shall be confirmed or authenticated by a Universal or Commercial bank, if issued by a foreign bank
	Ten Percent (10%)

	(c) Surety bond callable upon demand issued by GSIS or any surety or insurance company duly certified by the Insurance Commission
	Thirty Percent (30%)


12.7. The warranty security shall be stated in Philippine Pesos and shall remain effective for one year from the date of issuance of the Certificate of Final Acceptance by the Procuring Entity, and returned only after the lapse of said one year period.

12.8. In case of structural defects/failure occurring during the applicable warranty period provided in GCC Clause 12.5, the Procuring Entity shall undertake the necessary restoration or reconstruction works and shall be entitled to full reimbursement by the parties found to be liable for expenses incurred therein upon demand, without prejudice to the filing of appropriate administrative, civil, and/or criminal charges against the responsible persons as well as the forfeiture of the warranty security posted in favor of the Procuring Entity.

13. Liability of the Contractor

Subject to additional provisions, if any, set forth in the SCC, the Contractor’s liability under this Contract shall be as provided by the laws of the Republic of the Philippines.

14. Procuring Entity’s Risk

14.1. From the Start Date until the Certificate of Final Acceptance has been issued, the following are risks of the Procuring Entity:

(a) The risk of personal injury, death, or loss of or damage to property (excluding the Works, Plant, Materials, and Equipment), which are due to:

(i) any type of use or occupation of the Site authorized by the Procuring Entity after the official acceptance of the works; or

(ii) negligence, breach of statutory duty, or interference with any legal right by the Procuring Entity or by any person employed by or contracted to him except the Contractor.

(b) The risk of damage to the Works, Plant, Materials, and Equipment to the extent that it is due to a fault of the Procuring Entity or in the Procuring Entity’s design, or due to war or radioactive contamination directly affecting the country where the Works are to be executed.

15. Insurance

15.1. The Contractor shall, under his name and at his own expense, obtain and maintain, for the duration of this Contract, the following insurance coverage:

(a) Contractor’s All Risk Insurance;

(b) Transportation to the project Site of Equipment, Machinery, and Supplies owned by the Contractor;

(c) Personal injury or death of Contractor’s employees; and

(d) Comprehensive insurance for third party liability to Contractor’s direct or indirect act or omission causing damage to third persons.

15.2. The Contractor shall provide evidence to the Procuring Entity’s Representative that the insurances required under this Contract have been effected and shall, within a reasonable time, provide copies of the insurance policies to the Procuring Entity’s Representative.  Such evidence and such policies shall be provided to the Procuring Entity’s through the Procuring Entity’s Representative.

15.3. The Contractor shall notify the insurers of changes in the nature, extent, or program for the execution of the Works and ensure the adequacy of the insurances at all times in accordance with the terms of this Contract and shall produce to the Procuring Entity’s Representative the insurance policies in force including the receipts for payment of the current premiums.

The above insurance policies shall be obtained from any reputable insurance company approved by the Procuring Entity’s Representative.

15.4. If the Contractor fails to obtain and keep in force the insurances referred to herein or any other insurance which he may be required to obtain under the terms of this Contract, the Procuring Entity may obtain and keep in force any such insurances and pay such premiums as may be necessary for the purpose.  From time to time, the Procuring Entity may deduct the amount it shall pay for said premiums including twenty five percent (25%) therein from any monies due, or which may become due, to the Contractor, without prejudice to the Procuring Entity exercising its right to impose other sanctions against the Contractor pursuant to the provisions of this Contract.

15.5. In the event the Contractor fails to observe the above safeguards, the Procuring Entity may, at the Contractor’s expense, take whatever measure is deemed necessary for its protection and that of the Contractor’s personnel and third parties, and/or order the interruption of dangerous Works.  In addition, the Procuring Entity may refuse to make the payments under GCC Clause 40 until the Contractor complies with this Clause.

15.6. The Contractor shall immediately replace the insurance policy obtained as required in this Contract, without need of the Procuring Entity’s demand, with a new policy issued by a new insurance company acceptable to the Procuring Entity for any of the following grounds:

(a) The issuer of the insurance policy to be replaced has: 

(i) become bankrupt; 

(ii) been placed under receivership or under a management committee; 

(iii) been sued for suspension of payment; or

(iv) been suspended by the Insurance Commission and its license to engage in business or its authority to issue insurance policies cancelled; or 

(v) Where reasonable grounds exist that the insurer may not be able, fully and promptly, to fulfill its obligation under the insurance policy.

16. Termination for Default of Contractor

16.1. The Procuring Entity shall terminate this Contract for default when any of the following conditions attend its implementation:

16.2. Due to the Contractor’s fault and while the project is on-going, it has incurred negative slippage of fifteen percent (15%) or more in accordance with Presidential Decree 1870, regardless of whether or not previous warnings and notices have been issued for the Contractor to improve his performance;

16.3. Due to its own fault and after this Contract time has expired, the Contractor incurs delay in the completion of the Work after this Contract has expired; or

16.4. The Contractor:

(a) abandons the contract Works, refuses or fails to comply with a valid instruction of the Procuring Entity or fails to proceed expeditiously and without delay despite a written notice by the Procuring Entity;

(b) does not actually have on the project Site the minimum essential equipment listed on the Bid necessary to prosecute the Works in accordance with the approved Program of Work and equipment deployment schedule as required for the project;

(c) does not execute the Works in accordance with this Contract or persistently or flagrantly neglects to carry out its obligations under this Contract;

(d) neglects or refuses to remove materials or to perform a new Work that has been rejected as defective or unsuitable; or

(e) sub-lets any part of this Contract without approval by the Procuring Entity.

16.5. All materials on the Site, Plant, Equipment, and Works shall be deemed to be the property of the Procuring Entity if this Contract is rescinded because of the Contractor’s default.

17. Termination for Default of Procuring Entity

17.1. The Contractor may terminate this Contract with the Procuring Entity if the works are completely stopped for a continuous period of at least sixty (60) calendar days through no fault of its own, due to any of the following reasons:

(a) Failure of the Procuring Entity to deliver, within a reasonable time, supplies, materials, right-of-way, or other items it is obligated to furnish under the terms of this Contract; or

(b) The prosecution of the Work is disrupted by the adverse peace and order situation, as certified by the Armed Forces of the Philippines Provincial Commander and approved by the Secretary of National Defense.

18. Termination for Other Causes

18.1. The Procuring Entity may terminate this Contract, in whole or in part, at any time for its convenience.  The Head of the Procuring Entity may terminate this Contract for the convenience of the Procuring Entity if he has determined the existence of conditions that make Project Implementation economically, financially or technically impractical and/or unnecessary, such as, but not limited to, fortuitous event(s) or changes in law and National Government policies.

18.2. The Procuring Entity or the Contractor may terminate this Contract if the other party causes a fundamental breach of this Contract.

18.3. Fundamental breaches of Contract shall include, but shall not be limited to, the following:

(a) The Contractor stops work for twenty eight (28) days when no stoppage of work is shown on the current Program of Work and the stoppage has not been authorized by the Procuring Entity’s Representative;

(b) The Procuring Entity’s Representative instructs the Contractor to delay the progress of the Works, and the instruction is not withdrawn within twenty eight (28) days;

(c) The Procuring Entity shall terminate this Contract if the Contractor is declared bankrupt or insolvent as determined with finality by a court of competent jurisdiction.  In this event, termination will be without compensation to the Contractor, provided that such termination will not prejudice or affect any right of action or remedy which has accrued or will accrue thereafter to the Procuring Entity and/or the Contractor.  In the case of the Contractor's insolvency, any Contractor's Equipment which the Procuring Entity instructs in the notice is to be used until the completion of the Works;

(d) A payment certified by the Procuring Entity’s Representative is not paid by the Procuring Entity to the Contractor within eighty four (84) days from the date of the Procuring Entity’s Representative’s certificate;

(e) The Procuring Entity’s Representative gives Notice that failure to correct a particular Defect is a fundamental breach of Contract and the Contractor fails to correct it within a reasonable period of time determined by the Procuring Entity’s Representative;

(f) The Contractor does not maintain a Security, which is required; 

(g) The Contractor has delayed the completion of the Works by the number of days for which the maximum amount of liquidated damages can be paid, as defined in the GCC Clause 9; and

(h) In case it is determined prima facie by the Procuring Entity that the Contractor has engaged, before or during the implementation of the contract, in unlawful deeds and behaviors relative to contract acquisition and implementation, such as, but not limited to, the following: 

(i) corrupt, fraudulent, collusive and coercive practices as defined in ITB Clause 3.1a; 

(ii) drawing up or using forged documents; 

(iii) using adulterated materials, means or methods, or engaging in production contrary to rules of science or the trade; and 

(iv) any other act analogous to the foregoing.

18.4. The Funding Source or the Procuring Entity, as appropriate, will seek to impose the maximum civil, administrative and/or criminal penalties available under the applicable law on individuals and organizations deemed to be involved with corrupt, fraudulent, or coercive practices.

18.5. When persons from either party to this Contract gives notice of a fundamental breach to the Procuring Entity’s Representative  in order to terminate the existing contract for a cause other than those listed under GCC Clause 18.3, the Procuring Entity’s Representative shall decide whether the breach is fundamental or not.

18.6. If this Contract is terminated, the Contractor shall stop work immediately, make the Site safe and secure, and leave the Site as soon as reasonably possible.

19. Procedures for Termination of Contracts

19.1. The following provisions shall govern the procedures for the termination of this Contract:

(a) Upon receipt of a written report of acts or causes which may constitute ground(s) for termination as aforementioned, or upon its own initiative, the Implementing Unit shall, within a period of seven (7) calendar days, verify the existence of such ground(s) and cause the execution of a Verified Report, with all relevant evidence attached;

(b) Upon recommendation by the Implementing Unit, the Head of the Procuring Entity shall terminate this Contract only by a written notice to the Contractor conveying the termination of this Contract. The notice shall state:

(i) that this Contract is being terminated for any of the ground(s) afore-mentioned, and a statement of the acts that constitute the ground(s) constituting the same;

(ii) the extent of termination, whether in whole or in part; 

(iii) an instruction to the Contractor to show cause as to why this Contract should not be terminated; and

(iv) special instructions of the Procuring Entity, if any.

The Notice to Terminate shall be accompanied by a copy of the Verified Report;

(c) Within a period of seven (7) calendar days from receipt of the Notice of Termination, the Contractor shall submit to the Head of the Procuring Entity a verified position paper stating why the contract should not be terminated.  If the Contractor fails to show cause after the lapse of the seven (7) day period, either by inaction or by default, the Head of the Procuring Entity shall issue an order terminating the contract; 

(d) The Procuring Entity may, at anytime before receipt of the Bidder’s verified position paper to withdraw the Notice to Terminate if it is determined that certain items or works subject of the notice had been completed, delivered, or performed before the Contractor’s receipt of the notice; 

(e) Within a non-extendible period of ten (10) calendar days from receipt of the verified position paper, the Head of the Procuring Entity shall decide whether or not to terminate this Contract.  It shall serve a written notice to the Contractor of its decision and, unless otherwise provided in the said notice, this Contract is deemed terminated from receipt of the Contractor of the notice of decision.  The termination shall only be based on the ground(s) stated in the Notice to Terminate; and

(f) The Head of the Procuring Entity may create a Contract Termination Review Committee (CTRC) to assist him in the discharge of this function.  All decisions recommended by the CTRC shall be subject to the approval of the Head of the Procuring Entity.

19.2. Pursuant to Section 69(f) of RA 9184 and without prejudice to the imposition of additional administrative sanctions as the internal rules of the agency may provide and/or further criminal prosecution as provided by applicable laws, the procuring entity shall impose on contractors after the termination of the contract the penalty of suspension for one (1) year for the first offense, suspension for two (2) years for the second offense from participating in the public bidding process, for violations committed during the contract implementation stage, which include but not limited to the following:

(a) Failure of the contractor, due solely to his fault or negligence, to mobilize and start work or performance within the specified period in the Notice to Proceed (“NTP”);

(b) Failure by the contractor to fully and faithfully comply with its contractual obligations without valid cause, or failure by the contractor to comply with any written lawful instruction of the procuring entity or its representative(s) pursuant to the implementation of the contract.  For the procurement of infrastructure projects or consultancy contracts, lawful instructions include but are not limited to the following:

(i) Employment of competent technical personnel, competent engineers and/or work supervisors;

(ii) Provision of warning signs and barricades in accordance with approved plans and specifications and contract provisions;

(iii) Stockpiling in proper places of all materials and removal from the project site of waste and excess materials, including broken pavement and excavated debris in accordance with approved plans and specifications and contract provisions;

(iv) Deployment of committed equipment, facilities, support staff and manpower; and

(v) Renewal of the effectivity dates of the performance security after its expiration during the course of contract implementation.

(c) Assignment and subcontracting of the contract or any part thereof or substitution of key personnel named in the proposal without prior written approval by the procuring entity.

(d) Poor performance by the contractor or unsatisfactory quality and/or progress of work arising from his fault or negligence as reflected in the Constructor's Performance Evaluation System (“CPES”) rating sheet.  In the absence of the CPES rating sheet, the existing performance monitoring system of the procuring entity shall be applied.  Any of the following acts by the constructor shall be construed as poor performance:

(i) Negative slippage of 15% and above within the critical path of the project due entirely to the fault or negligence of the contractor; and

(ii) Quality of materials and workmanship not complying with the approved specifications arising from the contractor's fault or negligence.

(e) Willful or deliberate abandonment or non-performance of the project or contract by the contractor resulting to substantial breach thereof without lawful and/or just cause.

In addition to the penalty of suspension, the performance security posted by the contractor shall also be forfeited.

20. Force Majeure, Release From Performance

20.1. For purposes of this Contract the terms “force majeure” and “fortuitous event” may be used interchangeably.  In this regard, a fortuitous event or force majeure shall be interpreted to mean an event which the Contractor could not have foreseen, or which though foreseen, was inevitable.  It shall not include ordinary unfavorable weather conditions; and any other cause the effects of which could have been avoided with the exercise of reasonable diligence by the Contractor.

20.2. If this Contract is discontinued by an outbreak of war or by any other event entirely outside the control of either the Procuring Entity or the Contractor, the Procuring Entity’s Representative shall certify that this Contract has been discontinued.  The Contractor shall make the Site safe and stop work as quickly as possible after receiving this certificate and shall be paid for all works carried out before receiving it and for any Work carried out afterwards to which a commitment was made.

20.3. If the event continues for a period of eighty four (84) days, either party may then give notice of termination, which shall take effect twenty eight (28) days after the giving of the notice.

20.4. After termination, the Contractor shall be entitled to payment of the unpaid balance of the value of the Works executed and of the materials and Plant reasonably delivered to the Site, adjusted by the following:

(a) any sum to which the Contractor is entitled under GCC Clause 28;

(b) the cost of his suspension and demobilization;

(c) any sum to which the Procuring Entity is entitled.

20.5. The net balance due shall be paid or repaid within a reasonable time period from the time of the notice of termination.

21. Resolution of Disputes

21.1. If any dispute or difference of any kind whatsoever shall arise between the parties in connection  with the implementation of the contract covered by the Act and this IRR, the parties shall make every effort to resolve amicably such dispute or difference by mutual consultation.
21.2. If the Contractor believes that a decision taken by the PROCURING ENTITY’s Representative was either outside the authority given to the PROCURING ENTITY’s Representative by this Contract or that the decision was wrongly taken, the decision shall be referred to the Arbiter indicated in the SCC within fourteen (14) days of the notification of the PROCURING ENTITY’s Representative’s decision.

21.3. Any and all disputes arising from the implementation of this Contract covered by the R.A. 9184 and its IRR shall be submitted to arbitration in the Philippines according to the provisions of Republic Act No. 876, otherwise known as the “ Arbitration Law” and Republic Act 9285, otherwise known as the “Alternative Dispute Resolution Act of 2004”: Provided, however, That, disputes that are within the competence of the Construction Industry Arbitration Commission to resolve shall be referred thereto.  The process of arbitration shall be incorporated as a provision in this Contract that will be executed pursuant to the provisions of the Act and its IRR-A: Provided, further, That, by mutual agreement, the parties may agree in writing to resort to other alternative modes of dispute resolution.  Additional instructions on resolution of disputes, if any, shall be indicated in the SCC.

22. Suspension of Loan, Credit, Grant, or Appropriation

In the event that the Funding Source suspends the Loan, Credit, Grant, or Appropriation to the Procuring Entity, from which part of the payments to the Contractor are being made:

(a) The Procuring Entity is obligated to notify the Contractor of such suspension within seven (7) days of having received the suspension notice.

(b) If the Contractor has not received sums due it for work already done within forty five (45) days from the time the Contractor’s claim for payment has been certified by the Procuring Entity’s Representative, the Contractor may immediately issue a suspension of work notice in accordance with SCC Clause 45.2.

23. Procuring Entity’s Representative’s Decisions

23.1. Except where otherwise specifically stated, the Procuring Entity’s Representative will decide contractual matters between the Procuring Entity and the Contractor in the role representing the Procuring Entity’s 

23.2. The Procuring Entity’s Representative may delegate any of his duties and responsibilities to other people, except to the Arbiter, after notifying the Contractor, and may cancel any delegation after notifying the Contractor.

24. Approval of Drawings and Temporary Works by the Procuring Entity’s Representative

24.1. All Drawings prepared by the Contractor for the execution of the Temporary Works, are subject to prior approval by the Procuring Entity’s Representative before its use. 

24.2. The Contractor shall be responsible for design of Temporary Works.

24.3. The Procuring Entity’s Representative’s approval shall not alter the Contractor’s responsibility for design of the Temporary Works.

24.4. The Contractor shall obtain approval of third parties to the design of the Temporary Works, when required by the Procuring Entity.

25. Acceleration and Delays Ordered by the Procuring Entity’s Representative

25.1. When the Procuring Entity wants the Contractor to finish before the Intended Completion Date, the Procuring Entity’s Representative will obtain priced proposals for achieving the necessary acceleration from the Contractor.  If the Procuring Entity accepts these proposals, the Intended Completion Date will be adjusted accordingly and confirmed by both the Procuring Entity and the Contractor.

25.2. If the Contractor’s Financial Proposals for an acceleration are accepted by the Procuring Entity, they are incorporated in the Contract Price and treated as a Variation.

26. Extension of the Intended Completion Date

26.1. The Procuring Entity’s Representative shall extend the Intended Completion Date if a Variation is issued which makes it impossible for the Intended Completion Date to be achieved by the Contractor without taking steps to accelerate the remaining work, which would cause the Contractor to incur additional costs.  Unless specified in the SCC, no payment shall be made for any event which may warrant the extension of the Intended Completion Date.

26.2. The Procuring Entity’s Representative shall decide whether and by how much to extend the Intended Completion Date within twenty one (21) days of the Contractor asking the Procuring Entity’s Representative for a decision thereto after fully submitting all supporting information.  If the Contractor has failed to give early warning of a delay or has failed to cooperate in dealing with a delay, the delay by this failure shall not be considered in assessing the new Intended Completion Date.

27. Right to Vary

27.1. The Procuring Entity’s Representative with the prior approval of the Procuring Entity may instruct Variations, up to a maximum cumulative amount of ten percent (10%) of the original contract cost.

27.2. Variations shall be valued as follows:

(a) At a lump sum price agreed between the parties; 

(b) where appropriate, at rates in this Contract;

(c) in the absence of appropriate rates, the rates in this Contract shall be used as the basis for valuation; or failing which

(d) at appropriate new rates, equal to or lower than current industry rates and to be agreed upon by both parties and approved by the Head of the Procuring Entity.

28. Contractors Right to Claim

If the Contractor incurs cost as a result of any of the events under GCC Clause 13, the Contractor shall be entitled to the amount of such cost. If as a result of any of the said events, it is necessary to change the Works, this shall be dealt with as a Variation.

29. Dayworks

29.1. Subject to GCC Clause 43 on Variation Order, and if applicable as indicated in the SCC, the Dayworks rates in the Contractor’s Bid shall be used for small additional amounts of work only when the Procuring Entity’s Representative has given written instructions in advance for additional work to be paid for in that way.

29.2. All work to be paid for as Dayworks shall be recorded by the Contractor on forms approved by the Procuring Entity’s Representative.  Each completed form shall be verified and signed by the Procuring Entity’s Representative within two days of the work being done.

29.3. The Contractor shall be paid for Dayworks subject to obtaining signed Dayworks forms.

30. Early Warning

30.1. The Contractor shall warn the Procuring Entity’s Representative at the earliest opportunity of specific likely future events or circumstances that may adversely affect the quality of the work, increase the Contract Price, or delay the execution of the Works.  The Procuring Entity’s Representative may require the Contractor to provide an estimate of the expected effect of the future event or circumstance on the Contract Price and Completion Date.  The estimate shall be provided by the Contractor as soon as reasonably possible.

30.2. The Contractor shall cooperate with the Procuring Entity’s Representative in making and considering proposals for how the effect of such an event or circumstance can be avoided or reduced by anyone involved in the work and in carrying out any resulting instruction of the Procuring Entity’s Representative.

31. Program of Work

31.1. Within the time stated in the SCC, the Contractor shall submit to the Procuring Entity’s Representative for approval a Program of Work showing the general methods, arrangements, order, and timing for all the activities in the Works.

31.2. An update of the Program of Work shall the show the actual progress achieved on each activity and the effect of the progress achieved on the timing of the remaining work, including any changes to the sequence of the activities.

31.3. The Contractor shall submit to the Procuring Entity’s Representative for approval an updated Program of Work at intervals no longer than the period stated in the SCC.  If the Contractor does not submit an updated Program of Work within this period, the PROCURING ENTITY’s Representative may withhold the amount stated in the SCC from the next payment certificate and continue to withhold this amount until the next payment after the date on which the overdue Program of Work has been submitted.

31.4. The Procuring Entity’s Representative’s approval of the Program of Work shall not alter the Contractor’s obligations.  The Contractor may revise the Program of Work and submit it to the Procuring Entity’s Representative again at any time.  A revised Program of Work shall show the effect of any approved Variations; and if allowed, any Compensation Event.

31.5. When the Program of Work is updated, the Contractor shall provide the Procuring Entity’s Representative with an updated cash flow forecast.  The cash flow forecast shall include different currencies, as defined in the Contract, converted as necessary using the Contract exchange rates.

31.6. All Variations shall be included in updated Program of Work produced by the Contractor.

32. Management Conferences
32.1. Either the Procuring Entity’s Representative or the Contractor may require the other to attend a Management Conference.  The Management Conference shall review the plans for remaining work and deal with matters raised in accordance with the early warning procedure.

32.2. The Procuring Entity’s Representative shall record the business of Management Conferences and provide copies of the record to those attending the Conference and to the Procuring Entity .  The responsibility of the parties for actions to be taken shall be decided by the PROCURING ENTITY’s Representative either at the Management Conference or after the Management Conference and stated in writing to all who attended the Conference.

33. Bill of Quantities

33.1. The Bill of Quantities shall contain items of work for the construction, installation, testing, and commissioning of work to be done by the Contractor.

33.2. The Bill of Quantities is used to calculate the Contract Price.  The Contractor is paid for the quantity of the work done at the rate in the Bill of Quantities for each item.

33.3. If the final quantity of any work done differs from the quantity in the Bill of Quantities for the particular item and is not more than twenty five percent (25%) of the original quantity, provided the aggregate changes for all items do not exceed ten percent (10%) of the Contract price, the Procuring Entity’s Representative shall make the necessary adjustments to allow for the changes subject to applicable laws, rules, and regulations.

33.4. If requested by the Procuring Entity’s Representative, the Contractor shall provide the Procuring Entity’s Representative with a detailed cost breakdown of any rate in the Bill of Quantities.

34. Instructions, Inspections and Audits

34.1. The Procuring Entity’s personnel shall at all reasonable times during construction of the Work be entitled to examine, inspect, measure and test the materials and workmanship, and to check the progress of the construction. 

34.2. If the Procuring Entity’s Representative instructs the Contractor to carry out a test not specified in the Specification to check whether any work has a defect and the test shows that it does, the Contractor shall pay for the test and any samples.  If there is no defect, the test shall be a Compensation Event.

34.3. The Contractor shall permit the Funding Source named in the SCC to inspect the Contractor’s accounts and records relating to the performance of the Contractor and to have them audited by auditors appointed by the Funding Source, if so required by the Funding Source.

35. Identifying Defects

The Procuring Entity’s Representative shall check the Contractor’s work and notify the Contractor of any defects that are found.  Such checking shall not affect the Contractor’s responsibilities.  The Procuring Entity’s Representative may instruct the Contractor to search uncover defects and test any work that the Procuring Entity’s Representative considers below standards and defective.

36. Cost of Repairs

Loss or damage to the Works or Materials to be incorporated in the Works between the Start Date and the end of the Defects Liability Periods shall be remedied by the Contractor at the Contractor’s cost if the loss or damage arises from the Contractor’s acts or omissions.

37. Correction of Defects

37.1. The Procuring Entity’s Representative shall give notice to the Contractor of any defects before the end of the Defects Liability Period, which begins at Completion Date up to final acceptance by the Procuring Entity’s unless otherwise specified in the SCC.  The Defects Liability Period shall be extended for as long as defects remain to be corrected.

37.2. Every time notice of a defect is given, the Contractor shall correct the notified defect within the length of time specified in the Procuring Entity’s Representative’s notice.

37.3. The Contractor shall correct the defects which he notices himself before the end of the Defects Liability Period.

37.4. The Procuring Entity shall certify that all defects have been corrected. If the Procuring Entity considers that correction of a defect is not essential, he can request the Contractor to submit a quotation for the corresponding reduction in the Contract Price. If the Procuring Entity accepts the quotation, the corresponding change in the SCC is a Variation.

38. Uncorrected Defects

38.1. The Procuring Entity shall give the Contractor at least fourteen (14) days notice of his intention to use a third party to correct a Defect. If the Contractor does not correct the Defect himself within the period, the Procuring Entity may have the Defect corrected by the third party. The cost of the correction will be deducted from the Contract Price.

38.2. The use of a third party to correct defects that are uncorrected by the Contractor will in no way relieve the Contractor of its liabilities and warranties under the Contract.

39. Advance Payment

39.1. The Procuring Entity shall, upon a written request of the contractor which shall be submitted as a contract document, make an advance payment to the contractor in an amount not exceeding fifteen percent (15%) of the total contract price, to be made in lump sum or, at the most two, installments according to a schedule specified in the SCC.

39.2. The advance payment shall be made only upon the submission to and acceptance by the Procuring Entity of an irrevocable standby letter of credit of equivalent value from a commercial bank, a bank guarantee or a surety bond callable upon demand, issued by a surety or insurance company duly licensed by the Insurance Commission and confirmed by the Procuring Entity.

39.3. The advance payment shall be repaid by the Contractor by an amount equal to the percentage of the total contract price used for the advance payment.

39.4. The contractor may reduce his standby letter of credit or guarantee instrument by the amounts refunded by the Monthly Certificates in the advance payment.

39.5. The Procuring Entity will provide an Advance Payment on the Contract Price as stipulated in the Conditions of Contract, subject to the maximum amount stated in SCC Clause 39.1.

40. Progress Payments

40.1. The Contractor may submit a request for payment for Work accomplished.  Such request for payment shall be verified and certified by the Procuring Entity’s Representative/Project Engineer.  Except as otherwise stipulated in the SCC, materials and equipment delivered on the site but not completely put in place shall not be included for payment.  

40.2. The Procuring Entity shall deduct the following from the certified gross amounts to be paid to the contractor as progress payment:

(a) Cumulative value of the work previously certified and paid for.

(b) Portion of the advance payment to be recouped for the month.

(c) Retention money in accordance with the condition of contract.

(d) Amount to cover third party liabilities.

(e) Amount to cover uncorrected discovered defects in the works.

40.3. Payments shall be adjusted by deducting therefrom the amounts for advance payments and retention.  The Procuring Entity shall pay the Contractor the amounts certified by the Procuring Entity’s Representative within twenty eight (28) days from the date each certificate was issued.  Unless otherwise indicated in the SCC, no payment of interest for delayed payments and adjustments shall be made by the Procuring Entity.

40.4. The first progress payment may be paid by the Procuring Entity to the Contractor provided that at least twenty percent (20%) of the work has been accomplished as certified by the Procuring Entity’s Representative.

40.5. Items of the Works for which a price of “0” (zero) has been entered will not be paid for by the Procuring Entity and shall be deemed covered by other rates and prices in the Contract.

41. Payment Certificates

41.1. The Contractor shall submit to the Procuring Entity’s Representative monthly statements of the estimated value of the work executed less the cumulative amount certified previously.

41.2. The Procuring Entity’s Representative shall check the Contractor’s monthly statement and certify the amount to be paid to the Contractor.

41.3. The value of Work executed shall:

(a) be determined by the Procuring Entity’s Representative;

(b) comprise the value of the quantities of the items in the Bill of Quantities completed; and

(c) include the valuations of approved variations.

41.4. The Procuring Entity’s Representative may exclude any item certified in a previous certificate or reduce the proportion of any item previously certified in any certificate in the light of later information.

42. Retention

42.1. The Procuring Entity shall retain from each payment due to the Contractor an amount equal to a percentage thereof using the rate as specified in SCC Clause 42.2.
42.2. Progress payments are subject to retention of ten percent (10%), unless otherwise specified in the SCC, referred to as the “retention money.”  Such retention shall be based on the total amount due to the Contractor prior to any deduction and shall be retained from every progress payment until fifty percent (50%) of the value of Works, as determined by the Procuring Entity, are completed.  If, after fifty percent (50%) completion, the Work is satisfactorily done and on schedule, no additional retention shall be made; otherwise, the ten percent (10%) retention shall again be imposed using the rate specified therefor.

42.3. The total “retention money” shall be due for release upon final acceptance of the Works.  The Contractor may, however, request the substitution of the retention money for each progress billing with irrevocable standby letters of credit from a commercial bank, bank guarantees or surety bonds callable on demand, of amounts equivalent to the retention money substituted for and acceptable to the Procuring Entity, provided that the project is on schedule and is satisfactorily undertaken.  Otherwise, the ten (10%) percent retention shall be made.  Said irrevocable standby letters of credit, bank guarantees and/or surety bonds, to be posted in favor of the Government shall be valid for a duration to be determined by the concerned implementing office/agency or Procuring Entity and will answer for the purpose for which the ten (10%) percent retention is intended, i.e., to cover uncorrected discovered defects and third party liabilities.

42.4. On completion of the whole Works, the Contractor may substitute retention money with an “on demand” Bank guarantee in a form acceptable to the Procuring Entity.

43. Variation Orders

43.1. Variation Orders may be issued by the Procuring Entity to cover any increase/decrease in quantities, including the introduction of new work items that are not included in the original contract or reclassification of work items that are either due to change of plans, design or alignment to suit actual field conditions resulting in disparity between the preconstruction plans used for purposes of bidding and the “as staked plans” or construction drawings prepared after a joint survey by the Contractor and the Procuring Entity after award of the contract, provided that the cumulative amount of the Variation Order does not exceed ten percent (10%) of the original project cost. The addition/deletion of Works should be within the general scope of the project as bid and awarded. The scope of works shall not be reduced so as to accommodate a positive Variation Order. A Variation Order may either be in the form of a Change Order or Extra Work Order.

43.2. A Change Order may be issued by the implementing official to cover any increase/decrease in quantities of original Work items in the contract.

43.3. An Extra Work Order may be issued by the implementing official to cover the introduction of new work necessary for the completion, improvement or protection of the project which were not included as items of Work in the original contract, such as, where there are subsurface or latent physical conditions at the site differing materially from those indicated in the contract, or where there are duly unknown physical conditions at the site of an unusual nature differing materially from those ordinarily encountered and generally recognized as inherent in the Work or character provided for in the contract.

43.4. Any cumulative Variation Order beyond ten percent (10%) shall be subject of another contract to be bid out if the works are separable from the original contract.  In exceptional cases where it is urgently necessary to complete the original scope of work, the Head of the Procuring Entity may authorize a positive Variation Order go beyond ten percent (10%) but not more than twenty percent (20%) of the original contract price, subject to the guidelines to be determined by the GPPB: Provided, however, That appropriate sanctions shall be imposed on the designer, consultant or official responsible for the original detailed engineering design which failed to consider the Variation Order beyond ten percent (10%).

43.5. In claiming for any Variation Order, the Contractor shall, within seven (7) calendar days after such work has been commenced or after the circumstances leading to such condition(s) leading to the extra cost, and within twenty-eight (28) calendar days deliver a written communication giving full and detailed particulars of any extra cost in order that it may be investigated at that time. Failure to provide either of such notices in the time stipulated shall constitute a waiver by the contractor for any claim. The preparation and submission of Variation Orders are as follows:

(a) If the Procuring Entity’s representative/Project Engineer believes that a Change Order or Extra Work Order should be issued, he shall prepare the proposed Order accompanied with the notices submitted by the Contractor, the plans therefore, his computations as to the quantities of the additional works involved per item indicating the specific stations where such works are needed, the date of his inspections and investigations thereon, and the log book thereof, and a detailed estimate of the unit cost of such items of work, together with his justifications for the need of such Change Order or Extra Work Order, and shall submit the same to the Head of the Procuring Entity for approval.

(b) The Head of the Procuring Entity or his duly authorized representative, upon receipt of the proposed Change Order or Extra Work Order shall immediately instruct the technical staff of the Procuring Entity’s to conduct an on-the-spot investigation to verify the need for the Work to be prosecuted. A report of such verification shall be submitted directly to the Head of the Procuring Entity or his duly authorized representative.

(c) The, Head of the Procuring Entity or his duly authorized representative, after being satisfied that such Change Order or Extra Work Order is justified and necessary, shall review the estimated quantities and prices and forward the proposal with the supporting documentation to the Head of Procuring Entity for consideration.

(d) If, after review of the plans, quantities and estimated unit cost of the items of work involved, the proper office of the procuring entity empowered to review and evaluate Change Orders or Extra Work Orders recommends approval thereof, Head of the Procuring Entity or his duly authorized representative, believing the Change Order or Extra Work Order to be in order, shall approve the same.

(e) The timeframe for the processing of Variation Orders from the preparation up to the approval by the Head of the Procuring Entity concerned shall not exceed thirty (30) calendar days.

44. Contract Completion

Once the project reaches an accomplishment of ninety five (95%) of the total contract amount, the Procuring Entity may create an inspectorate team to make preliminary inspection and submit a punch-list to the Contractor in preparation for the final turnover of the project. Said punch-list will contain, among others, the remaining Works, Work deficiencies for necessary corrections, and the specific duration/time to fully complete the project considering the approved remaining contract time. This, however, shall not preclude the claim of the Procuring Entity for liquidated damages.

45. Suspension of Work

45.1. The Procuring Entity shall have the authority to suspend the work wholly or partly by written order for such period as may be deemed necessary, due to force majeure or any fortuitous events or for failure on the part of the Contractor to correct bad conditions which are unsafe for workers or for the general public, to carry out valid orders given by the Procuring Entity or to perform any provisions of the contract, or due to adjustment of plans to suit field conditions as found necessary during construction. The Contractor shall immediately comply with such order to suspend the work wholly or partly.

45.2. The Contractor or its duly authorized representative shall have the right to suspend work operation on any or all projects/activities along the critical path of activities after fifteen (15) calendar days from date of receipt of written notice from the Contractor to the district engineer/regional director/consultant or equivalent official, as the case may be, due to the following:

(a) There exist right-of-way problems which prohibit the Contractor from performing work in accordance with the approved construction schedule.

(b) Requisite construction plans which must be owner-furnished are not issued to the contractor precluding any work called for by such plans.

(c) Peace and order conditions make it extremely dangerous, if not possible, to work. However, this condition must be certified in writing by the Philippine National Police (PNP) station which has responsibility over the affected area and confirmed by the Department of Interior and Local Government (DILG) Regional Director.

(d) There is failure on the part of the Procuring Entity to deliver government-furnished materials and equipment as stipulated in the contract.

(e) Delay in the payment of Contractor’s claim for progress billing beyond forty-five (45) calendar days from the time the Contractor’s claim has been certified to by the procuring entity’s authorized representative that the documents are complete unless there are justifiable reasons thereof which shall be communicated in writing to the Contractor.

45.3. In case of total suspension, or suspension of activities along the critical path, which is not due to any fault of the Contractor, the elapsed time between the effective order of suspending operation and the order to resume work shall be allowed the Contractor by adjusting the contract time accordingly.

46. Payment on Termination

46.1. If the Contract is terminated because of a fundamental breach of Contract by the Contractor, the Procuring Entity’s Representative shall issue a certificate for the value of the work done and Materials ordered less advance payments received up to the date of the issue of the certificate and less the percentage to apply to the value of the work not completed, as indicated in the SCC. Additional Liquidated Damages shall not apply.  If the total amount due to the Procuring Entity exceeds any payment due to the Contractor, the difference shall be a debt payable to the Procuring Entity.

46.2. If the Contract is terminated for the Procuring Entity’s convenience or because of a fundamental breach of Contract by the Procuring Entity, the Procuring Entity’s Representative shall issue a certificate for the value of the work done, Materials ordered, the reasonable cost of removal of Equipment, repatriation of the Contractor’s personnel employed solely on the Works, and the Contractor’s costs of protecting and securing the Works, and less advance payments received up to the date of the certificate.

46.3. The net balance due shall be paid or repaid within twenty eight (28) days from the notice of termination.

46.4. If the Contractor has terminated the Contract under GCC Clauses 17 or 18, the Procuring Entity shall promptly return the Performance Security to the Contractor.

47. Extension of Contract Time

47.1. Should the amount of additional work of any kind or other special circumstances of any kind whatsoever occur such as to fairly entitle the contractor to an extension of contract time, the Procuring Entity shall determine the amount of such extension; provided that the Procuring Entity is not bound to take into account any claim for an extension of time unless the Contractor has, prior to the expiration of the contract time and within thirty (30) calendar days after such work has been commenced or after the circumstances leading to such claim have arisen, delivered to the Procuring Entity notices in order that it could have investigated them at that time. Failure to provide such notice shall constitute a waiver by the Contractor of any claim. Upon receipt of full and detailed particulars, the Procuring Entity shall examine the facts and extent of the delay and shall extend the contract time completing the contract work when, in the Procuring Entity’s opinion, the findings of facts justify an extension.

47.2. No extension of contract time shall be granted the Contractor due to (a) ordinary unfavorable weather conditions and (b) inexcusable failure or negligence of Contractor to provide the required equipment, supplies or materials.

47.3. Extension of contract time may be granted only when the affected activities fall within the critical path of the PERT/CPM network.

47.4. No extension of contract time shall be granted when the reason given to support the request for extension was already considered in the determination of the original contract time during the conduct of detailed engineering and in the preparation of the contract documents as agreed upon by the parties before contract perfection.

47.5. Extension of contract time shall be granted for rainy/unworkable days considered unfavorable for the prosecution of the works at the site, based on the actual conditions obtained at the site, in excess of the number of rainy/unworkable days pre-determined by the Procuring Entity in relation to the original contract time during the conduct of detailed engineering and in the preparation of the contract documents as agreed upon by the parties before contract perfection, and/or for equivalent period of delay due to major calamities such as exceptionally destructive typhoons, floods and earthquakes, and epidemics, and for causes such as non-delivery on time of materials, working drawings, or written information to be furnished by the Procuring Entity, non-acquisition of permit to enter private properties within the right-of-way resulting in complete paralyzation of construction activities, and other meritorious causes as determined by the Procuring Entity’s Representative and approved by the Head of the Procuring Entity. Shortage of construction materials, general labor strikes, and peace and order problems that disrupt construction operations through no fault of the Contractor may be considered as additional grounds for extension of contract time provided they are publicly felt and certified by appropriate government agencies such as DTI, DOLE, DILG, and DND, among others. The written consent of bondsmen must be attached to any request of the Contractor for extension of contract time and submitted to the Procuring Entity for consideration and the validity of the Performance Security shall be correspondingly extended.

48. Price Adjustment

Except for extraordinary circumstances as determined by NEDA and approved by the GPPB, no price adjustment shall be allowed unless otherwise specified in the SCC.  

49. Completion

The Contractor shall request the Procuring Entity’s Representative to issue a certificate of Completion of the Works, and the Procuring Entity’s Representative will do so upon deciding that the work is completed.

50. Taking Over

The Procuring Entity shall take over the Site and the Works within seven (7) days from the date the Procuring Entity’s Representative issues a certificate of Completion.

51. Operating and Maintenance Manuals

51.1. If “as built” Drawings and/or operating and maintenance manuals are required, the Contractor shall supply them by the dates stated in the SCC.

51.2. If the Contractor does not supply the Drawings and/or manuals by the dates stated in the SCC, or they do not receive the Procuring Entity’s Representative’s approval, the Procuring Entity’s Representative shall withhold the amount stated in the SCC from payments due to the Contractor.

Section V.

Special Conditions of Contract

Special Conditions of Contract

	GCC Clause
	

	1.16
	The Intended Completion Date is:

60Calendar Days from commencement of work

	1.21
	The Procuring Entity is:

Philippine Ports Authority – PDO Manila/Northern Luzon, MDSF St., South Harbor, Port Area, Manila

	1.22
	The Procuring Entity’s Representative is 

        ENGR. MARIETA G. ODICTA
        ESD Manager, 2nd Floor, PPA-PDO Manila/Northern Luzon Bldg.,

        MDSF St., South Harbor, Port Area, Manila

	1.23
	The Site is located at:

ISLA PUTING BATO, NORTH HARBOR, MANILA and is defined in drawings No. 

	1.27
	The Start Date is:

Within seven (7) Calendar Days from the issuance of the Notice to Proceed.

	1.30
	The Works consist of:

1. GENERAL EXPENSES; 

2. ASPHALT PAVEMENT ; 

3. STREET LIGHTING SYSTEM;

	2.2
	None

	5.1
	The Procuring Entity shall give possession of all parts of the Site to the Contractor on ____________________________.

	6.5
	The Contractor shall employ the following Key Personnel:                                          a.  Project Manager:                                                                                                                             b.  Project Engineer/s: (1.  Civil Engineer;  2.  Electrical Engineer (Professional))                   c.  Master Electrician                                                                                                          d.  Materials Engineer:                                                                                                   e.  Construction Safety and Health Officer:                                                                           f.   Construction Foreman: (1.  Civil Works; 2.  Electrical Works)                                        g.  Other Positions:

	7.1
	At the Contractor’s Option the Performance Security is to be in any of the following form:

a.   Cash, Cahier’s/Manager’s Check issued by a Universal or Commercial       bank in the amount of ten percent (10%) of the total contract price. 

b.    Bank Draft/Guarantee or Irrevocable Letter of Credit issued by a Universal or Commercial Bank: Provided, however, that it shall be confirmed  or authenticated by a Universal or Commercial Bank, if issued by a foreign bank in the amount of ten percent (10%) of the total contract price.

c.   Surety bond callable upon demand issued by a surety or Insurance Company duly certified by the Insurance Commission as authorized to issue such security in the amount of thirty percent (30%) of the total contract price.

d.   Any combination of the foregoing (Proportionate to share of form with respect to the total amount of security).

	7.4(c)
	No further instructions

	8.1
	No further instructions

	9.1
	The applicable liquidated damages is at least one tenth (1/10) of one percent of the cost of the unperformed portion for every day of delay.

The maximum deduction shall be ten percent (10%) of the amount of the contract, the Procuring Entity shall rescind the contract, without prejudice to other courses of action and remedies open to it.

	10
	None

	12.5
	In case of semi-permanent structures, such as buildings of types 1, 2, and 3 as classified under the National Building Code of the Philippines, concrete/asphalt roads, concrete river control, drainage, irrigation lined canals, river landing, deep wells, rock causeway, pedestrian overpass, and other similar semi-permanent structures: Five (5) years.

	13
	“No additional provision.” or, if the Contractor is a joint venture, “All partners to the joint venture shall be jointly and severally liable to the Procuring Entity.”

	21.2
	The Arbiter is: (To be appointed)

	21.3
	No further instructions

	26.1
	No further instructions

	29.1
	No day-works are applicable to the contract.

	31.1
	The Contractor shall submit the Program of Work to the Procuring Entity’s Representative within ______________days of delivery of the Letter of Acceptance.

	31.3
	The period between Program of Work updates is _____________ days.

The amount to be withheld for late submission of an updated Program of Work is ____________________.

	34.3
	The Funding Source is the Philippine Ports Authority’s Corporate Budget for CY 2011 

	37.1
	No further instructions

	39.1
	The amount of the advance payment is fifteen percent (15%) of the Contract Cost

	40.1
	No further instructions

	40.3
	No further instructions

	42.2
	No further instructions

	48
	No further instructions

	51.1
	The date by which operating and maintenance manuals are required is __________.

The date by which “as built” drawings are required is seven (7) calendar days.

	51.2
	The amount to be withheld for failing to produce “as built” drawings and/or operating and maintenance manuals by the date required is the amount of final billing.


Section VI.

Technical Specifications

Section VI

Technical Specifications

Section 24 – ROADS PAVEMENT
SECTION 24 – ROADS PAVEMENT

24.01 SCOPE OF WORK

The works include the furnishing of all labor, materials and equipment required for the preparation of subgrade, construction of subbase course, base course, asphalt pavement and concrete pavement together with concrete curb and gutter and sidewalks. The works shall be accordance with the lines and grades shown on the Drawings or as directed by the Engineer and in conformity with these Specifications. 

24.02 MATERIALS REQUIREMENTS

24.02.1 Subgrade
Unless otherwise stated in the Contract and except when the Subgrade is in rock cut, all materials below subgrade level to a depth of 150 mm or to such greater depth as may be specified shall meet the requirements of Clause 8.2.2.

24.02.2 Aggregate Subbase Course

Aggregates for subbase shall consist of hard, durable particles or fragments of crushed stone, crushed slag, or crushed or natural gravel and filler of natural or crushed sand or other finely divided mineral matter. The composite materials shall be free from vegetable matter and lumps or balls of clay, and shall be of such nature that can be compacted readily to form a firm, stable base.

The subbase material shall conform to the grading requirements given in Table 24.1.

Table 24.1 Subbase Grading Requirements


	Sieve Designation

Standard                      Alternative

    MM                         US Standard      Mass Percent Passing

	50.0                                     2”                               100

25.0                                     1”                            55-85

  9.5                                  3/8”                            40-75

  0.075                         No.200                              0-12


The fraction passing the 0.075 mm (No.200) sieve shall not be greater than 0.67 (two-thirds) of the fraction passing the 0.425 mm (No.40) sieve.

The fraction passing the 0.425 mm (No. 40) sieve shall have a liquid limit not greater than 25 and plasticity index not greater than 6 as determined by AASHTO T 89 and 90, respectively.

The coarse portion retained on a 2.0 mm (No. 10) sieve, shall have a mass percent of wear not exceeding 50 by the Los Angeles Abrasion Test as determined by ASSHTO T 96.

The material shall have a soaked CBR value of not less than 25% as determined by AASHTO T 193. The CBR value shall be obtained at the maximum dry density as determined by AASHTO T 180, method D.

24.02.3
Crushed Aggregate Base Course

It shall consist of hard, durable particles or fragments of stone or gravel crushed to the size and of the quality requirements of this Clause. It shall be clean and free from vegetable matters, lumps or balls of clay and other deleterious substances. The material shall be of such nature that it can be compacted readily to form a firm, stable base.



The base material shall conform to the grading requirements of Table 24.2 



whichever is called for in the Bill of Qualities.



Table 24.2

Base Course Grading Requirements

	Sieve Designation                                            Mass Percent Passing
Standard                      Alternative                     Grading   Grading

MM                         US Standard                       A              B

	       37.5                           1-1/2”                              100                -      

       25.0                               1”                                    -               100   

       19.0                               3/4”                            60 - 85             -

       12.5                                ½”                                  -             60 - 90

         4.75                             No.4                           30 - 55        35 - 65

       0.425                             No.40                           8 - 25        10 - 30 

       0.075                             No.200                          2 - 14         5 - 15


The portion of the material passing the 0.75 mm (No. 200) sieve shall not be greater than  0.067 (two/thirds) of the fraction passing the 0.425 mm (No. 40) sieve.



The portion of the material passing the 0.425 mm (No.40) sieve shall have a liquid limit of 


not more than 25 and a plasticity index of not more than 6 as determined by AASHTO and 


90, respectively.

The coarse aggregate retained on a 2.00 mm (No.10) sieve shall have a mass percent of wear not exceeding 45 by the Los Angeles Abrasion Test as determined by AASHTO T 96, and not less than 50 mass percent shall have at least one (1) fractured face.

The material shall have a loss of less than 12 percent when subject to five cycles of the Sodium Sulfate Soundness Test according to AASHTO T 104.

The material passing the 19 mm (3/4 inch) sieve shall have a minimum soaked CBR- value of 80% tested according to AASHTO T 193. The CBR-value shall be obtained at the maximum dry density determined according to AASHTO T 180, Method D.



If filler, in addition to that naturally present, is necessary to meet the grading requirements 


or for satisfactory bonding, it shall be uniformly blended with the crushed base course 


material on the road or in a pugmill unless otherwise specified or approved. Filler shall be 


obtained from sources approved by the Engineer, free from hard lumps and shall not 


contain more than 15 percent of material retained on the 4.75 mm (No. 4) sieve.

24.02.4
Portland Cement Concrete Pavement


1. Cement

Portland cement shall conform to the requirement of Section 21 “Reinforced Concrete”


2. Fine Aggregate


The fine aggregate shall be well-graded from the course to fine and shall conform to the requirements of Section 21.

3. Coarse Aggregate


Coarse aggregate shall conform to the requirements of Section 21

4. Water

Clean, fresh potable water shall be used for the mixing of all concrete and mortar shall be from a source approved by the Engineer. Sea water or brackish water shall not be used.


5. Admixture


Admixture shall only be used with the written permission of the Engineer.If air-entraining agents, water reducing agents, set retarders or strength accelerators are permitted to be used, they shall not be used in greater dosages than those recommended by the manufacturer, or as permitted by the Engineer. The cost shall be considered as already in the Contractor’s unit cost bid for concrete.

6. Tie Bars and Dowels

Tie bars for joints shall be deformed steel bars conforming to the requirements specified in AASHTO M 31 or equivalent, sizes as indicated on the Drawings or as approved by the Engineer. The deformed steel bars shall be Grade 40 and shall be shipped in standard bundles, tagged and marked in accordance with the Code of Standard practice of the Concrete Reinforced Steel Institute.

Dowel bars shall be plain steel bars conforming to the requirements specified in AASHTO M 31 or equivalent.
7. 
Joint Filler



Poured filler for joint shall conform to the requirements of AASHTO M173.



Preformed fillers for joints shall conform to the requirements of AASHTO M33, AASSHTO M 153, AASHTO M 213 or AASHTO M 220 whichever is specified in the Drawings or ordered by the Engineer. The filler for each joint shall be furnished in single piece for the depth and width required for the joint unless otherwise authorized by the Engineer.

24.02.5 
Curb and Gutter



1.  Class of Concrete


  Concrete material shall conform with the requirements of Section 21 “Reinforced Concrete”



Minimum 28 days comprehensive strength  :
24 MPA



Maximum Aggregate size                              :
25 mm.



Maximum Water-Cement Ratio                      :
0.52



2.  Mortar Base




Cement mortar shall be composed of one (1) part Portland cement and three (3) parts fine aggregate by volume and sufficient water to make the mortar of such consistency that can be handled easily and spread with a trowel.



3.  Base Course Material



  Base course material shall be crushed aggregate conforming to Clause 24.02.3.



4.  Join Filler



   Expansion joint filler shall be preformed conforming to the requirements of AASHTO M 153 or M 213.

24.02.6
Concrete Sidewalk


1.  Class of Concrete


Concrete materials shall conform with the requirements of Section 21                        “Reinforced Concrete”


Minimum 28 days comprehensive strength   :
24 MPA


Maximum Aggregate size                              :
25 mm.


Maximum Water-Cement Ratio                     :
0.52



2.   Expansion Joint Filler



Unless otherwise ordered, the performed joint filler shall have a thickness as indicated on the Drawings or as approved by the Engineer and shall conform with the requirements prescribed under Sub-clause 24.2.5.4.



3.  Form



      Forms shall be wood or metals as approved by the Engineer and shall extend to the full depth of the concrete. All forms shall be straight, free from warp and of adequate strength to resist distortion.



4.  Base Corse




Base Course Material shall be crushed aggregate conforming with the requirements in Sub-clause 21.2.2.3

24.02.7
Asphalt Pavement



Material specifications for asphalt pavement shall be based on Item 310.Bituminous concrete surface course, hot laid of the DPWH Standard Specifications for highways, bridges and airports.

24.03

METHOD OF CONSTRUCTION

24.03.1 
Subgrade Preparation

24.03.1.1
Prior Works



The Contractor shall clear all areas for roads and surfacing of all trees, stumps, bush, roots vegetation and other objectionable materials. All culverts cross drains, ducts (including their fully compacted backfill), ditches, drains and drainage outlets shall be completed before commencing the preparation of subgrade.

24.03.1.2
Subgrade in Cutting of Common Material



Unless otherwise specified, all materials below subgrade level in earth cuttings to a depth of 150 mm or other depth shown on the Drawings or as directed by the Engineer shall be excavated. The materials, if suitable, shall be placed to one side for future use. Unsuitable filling materials shall be disposed of properly outside the area of work.



When material has been removed from subgrade level, the base of the resulting cut shall be compacted to a depth of 150 mm to a uniform density of not less than 95 mass percent of the maximum as determined by AASHTO T 99 Method C.

24.03.1.3
Subgrade on Fill



After the fill has been completed, the full width shall be conditioned by removing any soft or other unstable material that will not be compacted properly. The resulting areas and all other low sections, holes or depressions shall be brought to grade with suitable materials. The entire roadbed shall be then shaped and compacted in accordance with the requirements of Sub-clause 24.3.1.2 scarifying, blading, dragging, rolling or other methods of works shall be performed or used as necessary to provide a thoroughly compacted roadbed shaped to the cross section shown on the Drawings.

24.03.1.4
Subgrade of Existing Pavement



Where the new pavement is to be constructed immediately after removal of an existing concrete pavement and if so specified in the contract, the slab shall be broken into pieces with greatest dimensions not more than 500 mm and the existing pavement material recompacted or disposed of as directed by the Engineer.



The resulting subgrade level shall, as part of pavement construction be shaped to conform to the required tolerances as stated in Sub-clause 24.3.1.7 by placing and compacting where necessary a leveling course comprising of materials of the pavement course to be placed immediately above.


Where the new pavement is to be constructed immediately over an existing asphalt or concrete pavement and if so specified in the Drawings, the pavement shall be broken-up, scarified, thoroughly loosened, reshaped and recompacted in accordance with the requirement of Sub-clause 24.3.1.2. The resulting subgrade level shall conform to the allowable tolerance prescribed in Sub-clause 24.3.1.7.

24.03.1.5
Proof Rolling



Unless otherwise ordered by the Engineer, a variable-load pneumatic tired roller shall be used to proof roll the subgrade. The roller shall have a load variable within the range of (at least) from 10 to 45 tonnes, on an overall width not greater than 3.2 m and shall have tires whose pressures are variable up to less than 620 KN per square meter. The wheels shall be in one row and shall be capable of considerable vertical movement relative to each other without appreciable variation in loading either by each supporting a separate ballast unit, or by virtue of an efficient interconnecting suspension system. The ballast shall be in a form which permits rapid adjustment of load.


The total loaded weight and tire pressure used at any time shall be as directed by the Engineer. The pneumatic tired roller shall not be towed over completed subbase or surfacing without prior approval of the Engineer on each occasion. The proof rolling shall consist of one pass of the roller along the center of each lane of the travel way.

24.03.1.6
Protection of Completed Works


Any part of the subgrade that has been completed shall be protected and any damage resulting from negligence on the part of the Contractor shall be repaired by him as directed by the Engineer without additional payment.


The Contractor shall be responsible for all the consequence of traffic being admitted to the subgrade. He shall repair any ruts or ridges occasioned by his own traffic or that of others by reshaping and recompacting. He shall limit the amount of subgrade preparation to an area that can be maintained with the equipment available. He shall arrange for subgrade preparation and subbase placing to follow each other closely.


The subgrade when prepared too soon in relation to the laying of the subbase, is liable to deteriorate, and in such case, the Contractor shall, without additional payment, repair, reroll or re-compact the subgrade as may be necessary to restore it to the state specified herein.

24.03.1.7
Templates and Straightedges


The Contractor shall provide for the use of the Engineer, satisfactory templates and straightedges in sufficient numbers to check the accuracy of the works, as provided in Specification.

24.03.1.8
Subgrade Tolerance


The finished compacted surface of the subgrade shall conform to the allowable tolerance as specified hereunder:


a) Permitted variation from design


20mm



    level of surface




30mm


b) Permitted surface irregularity



30mm




     measured by 3m straightedge




 
c) Permitted variation from design


1- 0.5%


     crossfall or camber


d) Permitted variation from design


1- 0.1%


     longitudinal grade over 25mm length

24.03.2
Aggregate Subbase Course


24.03.2.1
Preparation of Existing Surface


The existing surface shall be graded and finished as provided under Clause 24.3.1 “Subgrade Preparation” before placing the subbase material.

24.03.2.2
Placing


The aggregate subbase material shall be placed as a uniform mixture on a prepared subgrade in a quantity which will provide the required compacted thickness. When more than one layer is required, each layer shall be shaped and compacted before the succeeding layer is placed.


Placing of material shall begin at the point designated by the Engineer. Placing shall be from vehicles especially equipped to distribute the material in a continuous uniform layer or window. The layer or window shall be such size that when spread and compacted the finished layer shall be reasonably in close conformity to the nominal thickness shown on the Drawings.


When hauling is done over previously placed material, hauling equipment shall be dispersed uniformly over the entire surface of the previously constructed layer to minimize rutting or uneven compaction.

24.3.2.3
Spreading and Compacting


When uniformly mixed, the mixture shall be spread to the plan thickness for compaction. When the required thickness is 150 mm or less, the material may be spread and compacted in one layer. Where the required thickness is more than 150 mm, the aggregate subbase shall be spread and compacted in two or more layers of approximately equal thickness and the maximum compacted thickness of any one layer shall not exceed 150 mm. All subsequent layers shall be spread and compacted in similar manner.


The moisture content of subbase material shall be adjusted prior to compaction by watering with approved sprinklers mounted on trunks or by drying out, as required in order to obtain the required density.


Immediately following final spreading and leveling, each layer shall be compacted to the full width by means of approved compacted equipment. Rolling shall progress gradually from the sides to the center, parallel to the centerline of the road and shall continue until the whole surface has been rolled. Any irregularities or depressions that develop shall be corrected by loosening the material at these places and adding or removing material until the surface is smooth and uniform. Along curbs, headers and walls and at all places not accessible to the roller, the subbase material shall be compacted thoroughly with approved mechanical tampers or compactors.


If the layer of subbase material or part thereof, does not conform to the required finish, in the opinion of the Engineer, the Contractor shall, at his own expense, make the necessary corrections.


Compaction of each layer shall continue until field density of at least 100 percent of the maximum dry density determined in accordance with AASHTO 180, Method D has been achieved. In-place density determination shall be made in accordance with AASHTO T 191for every 300 square meters.

24.03.2.4
Trial Sections


Before subbase construction is started, the Contractor shall spread and compact trial section directed by the Engineer. The purpose of the trial section is to check the suitability of the material and the efficiency of the equipment and construction method which is proposed to be used by the Contractor. Therefore, the Contractor must use the same for the same material, equipment and procedures that he proposed to use for the main work. One trial section of about 500 sq.m shall be made for every type of material and/or construction equipment/procedure proposed for use.


After final compaction of each trial section, the Contractor shall carry out such density tests and other tests required as directed by the Engineer.


If a trial section that the proposed materials, equipment or procedures, in the Engineer’s opinion, are not suitable for subbase, the material shall be removed at the Contractor’s expense and a new section shall be constructed.


If the basis conditions regarding the type of material or procedure change during the execution of the work, new trial section shall be constructed.

24.03.2.5
Tolerance


Aggregate subbase shall be spread with equipment that will provide a uniform layer which when compacted will conform to the designed level and transverse slopes as shown on the Drawings. The allowable tolerance shall be as specified hereunder:



a)
Permitted variation from

+





Thickness of layer

-

20mm



b)
Permitted variation from

+

10mm



 
Design level of surface

-

20mm



c)
Permitted surface irregularity

+







Measured by 3-m straight-edge
-

20mm



d)
Permitted variation from

+





Design crossfall or camber

-

0.3%



e)
Permitted variation from




Design longitudinal grade

+




Over 25 m length 


-

0.1%

24.03.3
Crushed Aggregate Base Course

24.03.3.1
Prior work


Crushed aggregate base course shall be placed on top of completed and accepted subbase course.

24.03.3.2 Placing

It shall be placed in accordance with all the requirements of Sub-Clause 24.3.2.2.

24.03.3.3 Spreading and Compacting

It shall be in accordance with all the requirements of Sub-Clause 24.3.2.3 and that the field density required for each layer is not less than 100 % of the maximum dry density as determined in accordance with AASHTO 180 Method D. The field density be determined in accordance with AASHTO T 191 every 300 sq.m of compacted base course.

24.03.3.4 Trial Section

Trial section shall conform in all respect to the requirements specified Sub-Clause 24.3.2.4.

24.03.3.5 Tolerance

The crushed aggregate base course shall be laid to the designed level and transverse slopes shown on the Drawing. The allowable tolerance shall be in accordance with the following:



a)
Permitted variation from

+




Thickness of layer

-

10 mm



b)
Permitted variation from

+

5 mm




design level of surface

-

10 mm



c)
Permitted surface irregularity

+





measured by 3-m straight-edge
-

5 mm



d)
Permitted variation from

+





design crossfall or camber
-

0.2%

e) Permitted variation from

Design longitudinal grade

+

Over 25 m length 

-

0.1%

24.03.4
Portland Cement Concrete Pavement

24.03.4.1
Concrete Class


The concrete for pavement shall satisfy the following requirements:


Minimum 28-day comprehensive strength
-
24MPA


Maximum aggregate size


-
38mm


Maximum water cement ratio


-
0.45

24.03.4.2
Proportioning, Consistency and Mixing of Concrete


The proportioning, consistency and mixing of concrete shall conform to the requirements of Section 21 “Reinforced Concrete”

24.03.4.3
Preparation


The base shall be watered and thoroughly moistened prior to placing of the concrete.

24.03.4.4
Formwork Construction


Formwork shall comply with the requirements of Section21. Forms shall be of steel, of an approved section and shall be straight and of a depth equal to thickness of the pavement at the edge. The base of the forms shall be of sufficient width to provide necessary stability in all directions. The flange braces must extend outward on the base not less than 2/3 the height of the form.


All forms shall be rigidly supported on a bed of thoroughly compacted material during the entire operation of placing and finishing the concrete. They shall be set with their faces vertical so as to procedure a surface complying with the required tolerance.


Adjacent lanes may be used in lieu of forms of supporting finishing equipment provided that proper protection is afforded to the concrete of the adjacent lanes to prevent damage, and provided further that the surface of the concrete carrying the finishing equipment does not vary by more than 3 mm in each meter length. Adjacent lanes in lieu of forms may not be used until the concrete is at least seven (7) days old. Flanged wheels of the finishing equipment shall not be operated on the concrete surface. The inside edge of supporting wheels   of the finishing machine shall not operate closer than 100 mm from the edge of the concrete lane.


Alternative to placing forms, slip-forming may be used. Slip-form paving equipment shall be equipped with the traveling side forms of sufficient


dimensions, shape and strength to support the concrete laterally for a sufficient length of time during placement to produce pavement of the required cross section. No abrupt changes in longitudinal alignment of the pavement will be permitted. The horizontal deviation shall not exceed 20 mm from the proper alignment established by the Engineer.

24.03.4.5
Joints


All joints, longitudinal, transverse, etc., shall be constructed as shown on the Drawings and shall be clean and free of all foreign material after completion of shoulder work prior to acceptance of the work and in accordance with the following provisions:


a)  Longitudinal and Transverse Contact Joints


Longitudinal contact joints are joints formed between lanes that are poured separately. Transverse contact joints are joints formed between segments of a lane that are poured separately. Transverse contact joints shall be formed perpendicular to pavement centerline at the end of each day of concrete placing, or where concreting has been stopped for 30 minutes or longer but no nearer than 1.5 meters from sawed contraction joints. All contact joints shall have faces perpendicular to the surface of the pavement. Tie bars of the size, length and spacing shown on the Drawings shall be placed across longitudinal and transverse contact joints.


b) Contraction Joints


Contraction joints shall be formed by cutting a groove in the pavement with a power driven saw at the locations shown on the Drawings. The grooves shall be cut to a minimum width possible with the type of saw being used, but in no case shall the width exceed 5 mm. Every fourth planned transverse weakened plane joint in the initial lane of concrete and also the first joint immediately after the transverse contact joint, shall be sawed within 24 hours after the concrete has been placed, the exact time to be determined by the Engineer.


Every second planed transverse contraction joint shall be sawed within 48 hours after placing the concrete, the exact time to be determined by the Engineer.


The remaining longitudinal transverse contraction joints may be sawed at such time, after 24 hours, as the Contraction may elect, except that they shall be completed before placing concrete in succeeding adjacent lanes and before permitting the Contractor’s traffic or public to use the pavement.


In succeeding lanes of concrete pavement, the transverse joints opposite those which have opened in the initial lane shall be sawed within 24 hours after the concrete has been place, the exact time to be determined by the Engineer, but in all cases not more than 3 consecutive planed transverse contraction joints shall be omitted.


No sawing shall be done where volunteer transverse crack exist. If a transverse crack falls within 1.5 meter of the location of a proposed sawed joint, the sawed joint shall be omitted.


At the option of the Contractor, transverse contraction joints may be formed by placing a continuous strip of plastic or other material which will not react adversely with the chemical constituents of the concrete or bond with the concrete. The strip shall have a minimum thickness of 0.4 mm and a width of not less than 50 mm nor more than 55 mm. After placement, the vertical axis of the joint material shall be within 10 degrees of a plane normal to the surface of the pavement. The top of the strip shall not be above or more than 5 mm below the finished pavement surface. Final alignment of the strip shall conform to that shown on the transverse contraction joints and shall not vary more than 20 mm from the edge of a 3mm straightedge. The strip shall be placed by means of a mechanical installation device which shall vibrate the plastic sufficiently to cause an even flow of concrete about the joint material.


After installation of the joint material, the concrete shall be free of segregation, rock pockets or voids and the finished concrete surface on each side of the joint shall be in the same plane. Splices in the joint material shall not be permitted.


The Contractor shall maintain in a standby multiple-bladed power joint saw, in operating condition, at the project site at all times while concrete paving operation are underway, regardless of the type of contraction joint being constructed.


At the option of the Contractor, longitudinal contraction joints at traffic lanes in multi-lane monolithic concrete pavement may be formed by placing a continuous strip of plastic or other material which will not react adversely with the chemical constituents of the concrete. The joint insert material shall be of such width and character that when placed vertically in the concrete it will not bond with the concrete and will form an effective contraction joint of 50 mm. minimum depth. The joint material shall be inserted with a mechanical device that places the material in a continuous strip, except where intervening structure break the continuity of paving. Splices in the joint material will be permitted provided that they are effective in maintaining the continuity of the joint material as placed. The joint material shall be placed in such manner that the top of the strip is not more than 3 mm below the finished surface of the concrete.



The joint material shall not be deformed from the vertical position, either in the installation or in subsequent finishing operations performed on the concrete.


The alignment of the finished joint shall be uniformly parallel with the center line of the pavement and shall be free of any local irregularity which exceeds 10 mm. The mechanical installation device shall vibrate the concrete during placing of the strip sufficiently to cause the concrete to flow evenly about the joint materials producing homogeneous concrete free of segregation and rocks pockets or voids.


c) Transverse Expansion Joints


Transverse expansion joints shall be formed at structure approaches as shown in the Drawings.


Transverse expansion joints shall be formed by means of premolded expansion joint filler. The joint strips shall be firmly supported in position by metal holders and end supports. The support shall be held firmly in position and shall remain in place after completion of the pavement.


The metal holders shall be fabricated of steel sheet not less than 2 mm thick. They shall be in the form of deep channel, extending down on both sides of the joint strip to depth of not less than 100 mm. They shall be slotted and cut away as necessary, to allow the concrete to make contact with the joint strip at close intervals. The ends of the holders shall be spread to admit the end supports. During placing and compacting the concrete, the joint holder and end supports shall be secured so as to ensure against movement of the joint strip and to keep the top edge of the joint strip approximately 10 mm below the surface of the finished pavement.


After the concrete has been placed and compacted, the metal holder may be removed and suitable shallow metal channel substituted therefore which shall fit snugly over the top edge of the joint strip and shall remain until the joint is edged. Filler shall extend the full width of the concrete being placed less 10 mm and after the side forms have been removed, any concrete which has flowed around the ends of the joint filler shall be removed.

24.03.4.6
Placing Concrete


The concrete shall be deposited and spread in order that segregation will not occur and place a uniform layer of concrete whose thickness is approximately 20 mm grater than that  required for the finished pavement is placed. Rakes shall not be used for handling. 


In order to prevent the introduction into the concrete of earth and other foreign materials, the men whose duties require them to work in the concrete, shall in general, confine their movements to the area already covered with fresh concrete. Whenever it becomes necessary for these men to step out of the concrete, their footwear shall be washed or otherwise thoroughly cleaned before returning to the concrete. Repeated carelessness with regard to this detail will be cleaned sufficient cause for removing and replacing such worker.


During the operation of striking off the concrete, a uniform ridge of concrete at least 70 mm in height shall be maintained ahead of the strike-off screed for its entire length. Except when making a construction joint, the finishing machine shall at no time be operated beyond that point where this surplus can be maintained in front of the strike-off screed.


After the first operation of the finishing machine, additional concrete shall be added to all low places and honeycombed spots and the concrete rescreeded. In any rescreeding, a uniform head of concrete shall be maintained ahead of the strike-off for its entire length. Honeycombed spots shall not be eliminated by tamping or grouting.


Workers on the job shall have mobile footbridges at their disposal so that they need not walk on the wet concrete.


In conjunction with the placing and spreading, the concrete shall be thoroughly spaded and vibrated along the forms, bulkhead, and joints.


The internal vibrators shall be of pneumatic, gas-driven, or electric type, and shall operate at a frequency of not less than 3,200 pulsation per minute.


Whenever the placing of the concrete is stopped or suspended for any reason, for a period of 30 minutes or longer, a suitable bulkhead shall be placed so as to produce a vertical transverse joint. If an emergency stop occurs within 2.5 meters of the contraction or an expansion joint the concrete shall be removed back to the joint. When the placing of the concrete is resumed, the bulkhead shall be removed and a new concrete placed and vibrated evenly and solidly against the face of previously deposited concrete. Any concrete in excess of the amount needed to complete a given section or that has been deposited outside the forms shall not be used in the work.


The Contractor shall provide suitable equipment for protecting the fresh concrete in case of rain, such as screens which will cause the rain water to run off beyond the edges of the paving, rain proof tarpaulins or other methods approved by the Engineer. The equipment shall be sufficient to shelter from rain all areas equal to that paved in two hours of work.

24.03.4.6
Finishing Concrete

The concrete shall be compacted and finished by a mechanical, self-propelled finishing machine of approved type, having two independently operated screeds. If a machine possessing only one screed is approved, the screed will not be less than 450 mm wide and shall be equipped with compensating springs to minimize the effect of the momentum of the screed on the side forms. The number of driving wheels, the weight of the machine and the power of the motor shall be so coordinated as to prevent slippage. The top of the forms and the surface of the finishing machine wheels shall be kept free from concrete or dirt.


The machine shall at all times be in first-class mechanical condition and shall be capable of compacting and finishing the concrete are herein described. Any machine which causes displacement of the side forms from the line or grade to which they have been properly set, or causes undue delay due to mechanical difficulties, shall be removed from the work and replaced by a machine meeting the Specifications.


The finishing machine shall be operated over each section of pavement two or more times and at such intervals as will produce the desired results. Generally, two passes of the finishing machine are considered the maximum desirable.


The concrete shall be vibrated, compacted, and finished by a vibratory finishing machine. The vibratory machine shall meet the requirements for ordinary finishing, and shall be one of the following types:

                        a)   The machine shall have two independently operated screeds, the front 


screed shall be equipped with vibratory units with a frequency of not less than 3,500 pulsations per minute. There shall be not less than one vibratory unit foe each 2.5 meters length or portion thereof, of vibratory screed surface. The front screed shall not be less than 300 mm wide and shall be equipped with a “bull nose” front edge built on a radius of not less than 50 mm. This type of vibratory finishing machine shall be operated in such manner that each section of pavement will receive at least one vibratory pass, but not more than two passes, unless otherwise directed, or;



b) The machine shall be equipped with an independently operated vibratory “pan” (or 


s) and two (2) independently operated screeds, the “pan” shall be mounted in a manner 


t will permit it to come in contact with the forms and will permit vibration of the full width of 


lane simultaneously.


That shall be not less than one vibratory unit for each 2 m. length or portion thereof, of vibrating pan surface. The vibratory units in any individual pan shall be synchronized and have a frequency of not less than 3,500 pulsations per minute. 


The front screed shall be capable of operating in a position that will strike off the concrete at a sufficient height above the top of the forms to allow for proper compaction with the vibrating pan. This type of vibratory finishing machine shall be operated in such manner than each section of pavement will receive at least one vibratory pass but not more than passes, unless otherwise directed.


After the final pass of the finishing machine and when the concrete has started to dry, the surface of the pavement shall be finished with an approved longitudinal float. The float may be operated either manually or by mechanical means. The float may either of wood or metal, shall be straight and smooth or light in weight so as not to displace or sink into the concrete surface.


To be effective, the float shall be at least 300mm wide and 3m long. When manually operated, the float shall be moved from edge to edge with a wiping motion and advance one (1) meter or more.


The succeeding trip shall overlap the previous trip. A light smoothing lute at least 3 meters long may be used provided approved by the Engineer.


The surface of the pavement shall be tested by the Contractor, before the final belting, with an approved standard straightedge 3 meter in length. Irregularities so detected shall be corrected immediately. Special attention shall be given to the concrete adjacent to transverse joints to insure that the edges thereof are not above the grade specified or the adjacent concrete below grade. All depressions or projections shall be corrected before any initial set has developed in the concrete.


After the concrete has been brought to the required grade, contour and smoothness, it shall be finished by passing over the concrete a drag of one or two burlap clothes, which give the surface the required roughness. The vehicles used to carry these cloths may be independent of the concrete laying machine or may be incorporated with it and may be operated either by hand or mechanically.


Hand finishing will be permitted only on variable width sections of the pavement and other places where the use of the finishing machine would be impractical. Hand finishing shall be accomplished by means of the hand-operated strike-off template of either steel or steel-shod wood construction. The striking template shall be operated forward with a combined longitudinal and transverse motion and shall be so manipulated that neither end will be raised off the side forms. A similar tamper shall be used for tamping the concrete.


As soon as the concrete has attained its initial set, the edges of the pavement, the longitudinal joints, and the construction dummy and expansion joints not sawn shall be carefully finished with an edging tool having radius of at least 5mm.The tools, the special accessories for cutting impressed joints and methods of workmanship shall be such as will produce a joint whose edges are of the same quality of concrete as the other portion of the pavement. Methods and workmanship which make use of excess mortar or grout in this area shall be eliminated. Unnecessary tool marks shall be eliminated during work, and the edges left smooth and true to line.

24.03.4.8
Striking Forms


 Forms shall remain in place at least 12 hours after the concrete has been placed. When working conditions are such that the early strength gain of the concrete is delayed, the forms shall remain in place for a longer period, as directed by the Engineer. Bars or heavy load shall not be used against the concrete when still in the forms. Any damage to concrete resulting from form removal shall be repaired promptly by the Contractor as directed by the Engineer without any additional payment to the Contractor.

24.03.4.9
Curing Concrete


Unless otherwise ordered by the Engineer, curing concrete shall be done by any method specified in Section 21 “Concrete Works”.

24.03.4.10
Cleaning and Sealing Joints


After completion of the required curing and before opening of the pavement to traffic all joints shall be thoroughly cleaned of all concrete aggregate fragments or other materials.


After removal of side forms, the ends at transverse expansion joints at the edges of the pavement shall be carefully cleaned of any concrete within the expansions spaces for the entire depth of slab, care being taken not to injure the ends of the joints. Expansion and contracting joints shall then be poured with a hot joint sealer to the depth as directed on the Drawings Joint sealer shall be poured using approved hand pouring pots, with liquid at a temperature not less than that recommended by the approved manufacturer.

24.03.4.11
Opening to Traffic


The pavement shall be closed to traffic, including the vehicles of the Contractor, for a period of 10 days after the concrete is place or longer if in the opinion of the Engineer, the weather conditions make it necessary to extend this time. 


The Contractor shall furnish, place and maintain satisfactory barricades and lights as directed, to exclude all traffic from the pavement.


Any damage to the pavement due to traffic shall be repaired or replaced at the expense of the Contractor. Paving mixers, mechanical concrete spreaders and finishers and other heavy paving equipment shall not be operated on completed concrete lanes in order to construct alternate lanes until after the regular curing period is completed. Even then, planks shall be laid on the finished pavement or other precautions taken to prevent damage to the concrete pavement.

24.03.4.12
Pavement Smoothness, Thickness and Tolerance


 Portland cement concrete pavement shall be constructed to the designed level and transverse slope shown on the Drawing. The allowable tolerance shall be as listed hereunder;


a)
Permitted variation from design


+- 5mm



thickness of layer




b)
Permitted variation from design 


+- 5mm



level of surface


c)
Permitted surface irregularity



+-6mm




measured by 3m straightedge



d)
Permitted variation from design


+- 0.2%



crossfall or camber

24.03.5
Curb and Gutter


Excavation shall be made to the required depth and the base upon which the curb and gutter is to set and shall be compacted to a firm, even surface. All material from soft area shall be removed as directed and replaced with suitable material.


A layer of crushed aggregate as shown in the Drawings shall be placed to form a bed for the curb and gutter.


Forms to hold the concrete shall be built and set in place as described in Section 21. Forms for a least 50 m of curb and gutter shall be in place and checked for alignment and grade before concrete is placed. Curbs constructed on curves shall have forms of either wood or metal and they be accurately shaped to the curvature shown on the Drawings. Mixing, placing curing and testing of concrete shall be as described in Section 21 and in accordance with the required given below.


Concrete may be placed in the curb and gutter to the full depth required. The top of the curb and gutter shall be floated smooth and the edges rounded to the radii shown on the Drawings. Before finishing, the surface of the gutter shall be tested with a 3-meter straightedge and any irregularities of more than 5 mm in 3 meters shall be corrected.


The curb and gutter shall be constructed in uniform sections of not more than 25 m in length except where shorter sections are required to coincide with the location of contraction joints of the concrete pavement or for an emergency stop, but no section shall be less than 2.5 m long. The sections shall be prepared by sheet templates set perpendiculars to the face and top of the curb and drain. The templates shall be approximately 5 mm in thickness, of the same width as that of the curb or curb and gutter, and not less than 50 mm greater than the depth of the curb and drain. Templates shall be set carefully and held firmly during the placing of the concrete and shall remain in place until the concrete has set sufficiently to hold its shape, but shall be removed while the forms are still in shape. The preformed joint filler may be used in place of the sheet template referred to above, upon prior approval of the Engineer. In this event, the fiber board shall be pre-cut to the shape of the curb so that its outer edge will be flushed with the abutting curb.


Expansions joints shall be formed in the curb and drain at intervals of approximately 50 m to coincide with expansion joints of cement concrete pavements or as shown on the Drawings.


The forms may be removed within 24 hours after concrete has been placed. Minor defects shall be repaired with cement mortar. Plastering shall not be permitted on the face of the curb and drains and all rejected curbs or gutter shall be removed and replaced by the Contractor without additional cost. All surfaces which will be exposed in the finished constructed curb and gutter shall be finished, while the concrete is still “green” by wetting a wood block or float and rubbing the surfaces until they are smooth. In finishing concrete, only the mortar normally present in the concrete shall be permitted for finishing. The use of separate mortar finishing coat or the practice of working dry cement into the surface of the concrete will not be permitted.


Immediately upon the completion of the rubbing down operation, the surface shall be moistened and kept moist for 3 days or cured by other approved method.


After the concrete has cured sufficiently so as not to damaged, spaces at the back of the curb and gutter excavated for placing the curb and gutter shall be refilled to the required elevation with suitable earth or granular material, which shall be tamped in layers of not more than 150mm until firm and solid.

24.03.6
Portland Cement Concrete Sidewalk


Excavation shall be made to the required depth and width that will permit the installation and bracing of the forms. The foundation shall be shaped and compacted to a firm even surface conforming to the section shown on the Drawings. All material from soft areas shall be removed and replaced with suitable material.


The base course material shall be compacted to the depth, line and levels shown on the Drawings.


All forms shall be staked securely in position at the correct line and level. Preformed joint filler shall be set in the position shown on the Drawings before placing of the concrete is started. The top of the joint filler shall be placed 5 mm below the top surface of the finished sidewalk. Mixing, placing, finishing, curing and testing shall be as specified in Section 21. The concrete shall be placed to the depth shown on the Drawings.


The surface shall be cut through to a depth of 10 mm with a trowel at intervals of 1 m or where required, in straight lines perpendicular to the edge of the sidewalk.


The surface shall then be brushed. The edges of the sidewalk and the transverse cuts shall be shaped with a suitable tool so formed as to round the edges to a radius of 15 mm.

24.03.7
Asphalt Pavement



Construction requirements for asphalt pavement shall be based on item 307.3 of the DPWH Standard Specifications for highways, bridges and airports.

24.04
MEASUREMENT AND PAYMENT


24.04.1
General


Measurement for payment shall be made in accordance with each particular item of words listed in the Bill of Quantities.

 
Each item listed shall be paid for in the appropriate unit price per quantity measured and accepted. Payments shall constitute full compensation for all labor, materials and equipment and all incidentals to complete the work.


Cost for trial sections and all necessary test to be performed in accordance with this Section shall be included in the unit price for each item listed in the Bill of Quantities.

24.04.2
Subgrade Preparation


The quantity of subgrade preparation to be paid for shall be measured in square meters of area prepared, graded, compacted, tested and accepted by the Engineer.

24.04.3
Aggregate Subbase Course


Aggregate subbase to be paid for shall be measured by the volume in cubic meters of aggregate subbase supplied, placed and compacted as shown on the Drawings and accepted by the Engineer. No payment will be made for materials placed outside the design limits shown on the cross sections.

24.04.4
Crushed Aggregate Base Course


Measurement and payment for crushed aggregate base course shall be made by the volume in cubic meter of crushed aggregate base supplied, placed and compacted as shown on the Drawings and accepted in completed base course. No payment will be made for materials placed outside the design limits shown on the cross sections.

24.04.5
Portland Cement Concrete Pavement


The quantities of Portland cement concrete pavement to be paid shall be measured by the area of the top surface in square meters, calculated from its width and length of the designated thickness as shown on the Drawings.


No separate measurement and payment will be made for miscellaneous item such as dowel bar, joint sealer, and joint filler, etc., cost of such items are deemed included in the cost of Portland cement concrete pavement.

24.04.6
Curb and Gutter


The curb constructed in the manner and of the materials shown on the Drawings shall measure and paid for by the length along its front at the finished grade elevation.


The gutter constructed in the manner and of the material shown on the Drawings shall be measured and paid for by the length in linear maters along its axis.


Crushed aggregate base course shall not be measured and paid for separately but shall be deemed included in the unit price of curb, gutter or combination curb and gutter.


Excavation will not be paid separately as such shall be considered part of and accidental to construction of the curb or gutter depending upon which structure the above item have been undertaken.


No measurement and payment will be made for performed joint filler. It shall be deemed included in the unit cost of curb and/or gutter.

24.04.7
Portland Cement Concrete Sidewalk


The quantity of Portland cement concrete sidewalk to be measured and paid for shall be the area in square meters of the surface of Portland cement concrete sidewalk with thickness shown on the Drawings complete in place and accepted by the Engineer. 


Base course shall not be measured and paid for separately but cost shall be deemed included in the unit cost of Portland cement concrete sidewalk.

Section VI

Technical Specifications

Section 42 – ELECTRICAL WORKS
SECTION 42 – ELECTRICAL WORKS

42.01
SCOPE OF WORK

a) The work to be done shall consist of fabricating, trenching, furnishing, delivering and installing of electrical materials, completed in accordance with all details of the electrical works as shown on the drawings including materials, labor, tools and equipment and all incidental works as found necessary.
b) Refer to electrical plans/drawings for location and extent of work involved.
42.02
GENERAL REQUIREMENTS

a) All works shall be done in accordance with the requirements of the publications and agencies having jurisdiction, as well as the requirements of the approval standards.

1.
National Fire Protection Association

-
(NFPA)

2.
National Electrical Manufacturer Association -
(NEMA)

3.
Underwriter Laboratories, INC.

-
(UL)



4.
Philippine Electric Code


-
(PEC)




Philippine National Standard


-
(PNS)

5. Federation Specification:

Circuit Breaker, Molded Case, Branch

Circuit and Service



6.
American National Standard Institute

-
(ANSI)



7.
American Society for Testing and Materials
-
(ASTM)



8.
Illuminating Engineering Society

-
(IES)

b)
The electrical power will be tapped from the nearest available utility company power system. The Contractor shall coordinate the exact route of the supply cable and distribution with the PPA Engineer. Voltages shall be 220 volt, single phase, 60 hertz, AC.

c) The Contractor shall employ a licensed Registered Electrical Engineer or   Master electrician to perform or supervised for continuous inspection of all electrical work.
d) The Contractor shall first obtain approval from the Authority before procurement, fabrication or delivery of electrical materials to the site Partial submittals will not be acceptable and will be returned without review. Submittals shall include the Manufacturer’s Name, Trade Name, Place of Manufacturer, Catalog Model or Number, Nameplate Data, Size, Layout Dimensions, Capacity, Project Specification and Paragraph Reference, Technical Society Publication References and other information necessary contract compliance of each item to be furnished.

e) All excavations, fill and backfill and concrete works involved herein, shall be carried to the required elevations and shall conform to the provisions of section entitled “Earthwork and Concrete Construction” of these specifications.
f) The materials and equipment to be furnished shall be standard products of reputable manufacturer engaged in the reproduction of such materials and equipment.
g) All permits and electrical fees required for this work shall be obtained at the expense of the Contractor. The Contractor shall furnish the Engineer- in Charge, the final Certificates of Inspections and approval from the proper government authorities after the completion of work. The Contractor shall prepare all as-built plans and all other paper works as required by the enforcing authorities.
42.03
MATERIALS REQUIREMENT

a) All electrical materials and equipment under by his Contract shall be furnished and installed by the Contractor.
b) All materials and equipment to be supplied shall be as shown in the drawings and shall be in accordance with the requirements of these specifications which shall apply to manufacturing, testing and supply of same materials and equipment.
c) All electrical materials whether specifically described or not shall be of the
d) Best grade and all workmanship shall be first class in every aspect.
e) All electrical equipment and materials supplied shall be suitable in every respect for operation in a hot tropical climate near the sea and suitable for operation at ambient temperature up to 40ºC.
f) Any electrical materials and equipment materials and equipment found not meeting the requirements of relevant standards or of these specifications shall be rejected by the Engineer.
g) All materials used in this Contract shall meet the requirements described in this specification, or otherwise approved by the Engineer and shall comply with the approved standard.
42.03(A)  PRODUCTS



WIRES AND CABLES

The conductor material to be furnished and installed shall be of copper wire Heat Resistant Thermoplastic type “THIN “. All conductors shall be rated 600 volts insulation and shall be standard for all sizes.

LIGHTING FIXTURES AND ACCESSORIES

Fixture shall conform to NEMA standard as illustrated on the plans. Illustration shall be indicative of the desired general type and shall not restrict selection of fixture to any particular manufacturer. Locally fabricated or manufactured fixture of similar design with equivalent light distribution and brightness characteristics having equal finish and quality, shall be acceptable as approved.

Die-cast aluminum housing with the electrocoat fray finish shall have adjustable mogul base socket (street side), multi-photometric distribution available, and photo-electric control (PE), completely wire to the following components: 400 watts High Pressure Sodium lamp (HPS), HPF reactor ballast, single voltage 240 volt, with capacitor and ignitor.

70 watts High Pressure Sodium Lamp (HPS) - Pole Park Light enclosed on a fiberglass dome cover and glass bottom diffuser. Mounting post shall be tapered 3000 mm height as shown on the drawing.

LAMP POST

The lamp Post shall be furnished installed and tested for the perimeter and park lighting as shown on the plans. The post shall be dimensioned for a wind velocity of 185 km/hr. it shall be locally fabricated or manufactured. The post shall be zinc electroplated, prime-coated with red lead and shall be painted at the site with the Final coating preferably aluminum paint to be approved by the Engineer.



HANDHOLE



The handhole shall be of the type noted on the drawings shall be constructed in 



accordance with the applicable details as indicated.



DUCTBANK

The contractor shall construct underground ductbank of individual conduit encased in concrete as shown on the drawing.



PANEL BOARD

The contractor shall furnish and install panel board as shown on the drawing. Panel Board shall contain molded case circuit breaker flush mounted type, magnetic contactor, push button switches and 5.5mm2 bare soft drawn copper grounding conductor. Connection shall be made by connecting one end to the body of the panel and other end to the copper weld ground rod.

42.04 EXECUTION
a) The Contractor shall furnish and install electrical materials as shown in the drawings. A licensed Electrical Engineer or Mater Electrician is required to implement the electrical system. It is also required for a licensed electrical contractor to install a Main Circuit Breaker above 200 amperes.
b) Electrical installation shall conform to the requirements of the Philippine Electrical Code (PEC) and the other approved standards.
c) 
The contractor shall install all electrical works with the supervision of the qualified Registered Electrical Engineer (REE) or Master Electrician. All electrical installation applications regardless of capacity and voltage whether new, addition or revision shall be accompanied by electrical plans signed and sealed by a duly licensed Professional Electrical Engineer (PEE).

42.04(A)
INSTALLATION

Lamp Post: shall be mounted/anchored to a reinforced concrete foundation with base plates, anchor bolts standard nuts and washers as shown on the drawing.

Pole Setting:
Depth as shown on the drawing.

Construction of reinforced concrete lamp post foundation, handholes and ductbank with steel covers shall be in accordance with the shape and dimensions as shown on the drawing.

Excavation/backfilling required before/after installation of lamp post and parking area lighting and trench shall conform to the previsions of Earthwork and Concrete Construction.

Grounding: Each lamp post shall be grounded at the base by ground lugs and ground conductor connected to a ground electrode. The grounding electrodes shall be cone pointed, section copper clad steel 15 mm Ø by 1000 mm meter long.

Service Entrance, Overhead: Rigid Steel Conduit Pipe (RSCP) from the service equipment to the service entrance fitting weatherhead outside the building.

Service Entrance Conduit Underground: (Unplasticized Polyvinyl Chloride), (uPVC).  The underground portion shall encased in concrete and shall be installed as shown on the drawing.

42.05 WORKMANSHIP

The work throughout shall be executed in the best and most through manner under the direction of and at the satisfaction of the Registered Electrical Engineer or Master Electrician, who will interpret the intent meaning of the drawings and specifications and shall have the power to reject any work and materials which in his judgment, are not in full accordance therewith.

42.06 TESTING OPERATIONS

When the electrical installation is completed, the Contractor shall test the installed electrical materials and equipment in the presence of Registered Electrical Engineer or Master Electrician. The system shall be free from any defects, shorts or grounds. All necessary instruments and personnel required for the testing shall be furnished by the Contractor at no extra cost to the Authority.

42.07 GUARANTEE

Upon completion and before final acceptance of the work, the Contractor shall furnish the Engineer a written guarantee stating that all works executed are free from defects on materials and workmanship. The guarantee shall be for a period of one year from the date of the final acceptance. 

Any work that becomes defective during the said period shall be corrected/ replaced by the Contractor at his own expense in a manner satisfactory to the Authority.
42.08
AS-BUILT DRAWINGS 


Upon completion and before final acceptance of work, the Contractor shall prepare, at his own expense and submit to the Engineer as-built drawings incorporating all approved changes, omissions and/or addition to the contract drawings, six (6) printed copies of as-built drawings together with their reproducible originals at no extra cost to the Authority.

Section VII.
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