ANNEXES

BASIS OF PAYMENT FOR WORK ITEMS INCLUDED IN THE PROPOSAL

Project Name      :
Routine Maintenance of PDO SoMin Building, Sasa, Davao City
The work items included in the proposal shall be paid on a basis of per unit of actual quantity delivered / accomplished duly accepted by the project engineer as stipulated in the Bill of Quantities multiplied by the Unit Cost agreed upon.

The unit cost per quantity of the work items shall include the use of equipment, labor, materials, contractors profit and all taxes.
- NONE -

MINIMUM EQUIPMENT REQUIREMENT

Provision of Genset Shed and Relocation of Existing 150 KVA Genset, Port of Dapitan, Dapitan City
MINOR/MAJOR EQUIPMENT (Owned or Leased))

	1
	Set
	Scaffolding

	1
	Unit
	Electric Hand Drill


- NONE -
	Materials / Work items
	Required Test
	Frequency / No. of Tests Required

	1. Embankment 

Selected Fill

Granular Fill
	Grading Test

Plasticity test (ILL, PL, PI)

Laboratory compaction test
	For every 1,000 m3 or fraction thereof



	2. 
	In-site density test (FDT)
	For every 500m2 of each layer compacted fill or fraction thereof for at least 1 group or 3

	2. Aggregate Sub base Course
	Grading test 

Plasticity test (ILL, PL, PI)
	For every 300m3 or fraction thereof

	
	Laboratory compaction test

Quality test (grading, abrasion, plasticity) 
	For every 1,500m3 fraction thereof

	
	Laboratory California Bearing Ratio Test 
	For every 2,500m3 or fraction thereof

	
	In-site density test (FDT)
	For every 500m2 of each layer of compacted fill or fraction thereof

	3. Aggregate Base Course 
	Grading test 

Plasticity test (ILL, PL, PI)
	For every 300m3 or fraction thereof

	
	Laboratory compaction test

Quality test (grading, abrasion, plasticity)
	For every 1,500m3 or fraction thereof

	
	Laboratory California Bearing Ratio Test
	For every 2,500m3 or fraction thereof 

	
	In-site density test (FDT)
	For every 500m2 of each layer of compacted fill or fraction thereof

	4. Concrete Materials 
	
	

	     a. Cement 
	Quality test 
	For every 2,000 bags or fraction thereof

	     b. Fine Aggregate 
	Quality tests for grading, bulk specific gravity, absorption, mortar strength, soundness, organic impurities, unit weight, % clay lumps and shale 
	For every 1,500m3 or fraction thereof

	     c. Course Aggregate 
	Quality test for grading, bulk specific gravity, absorption, abrasion, soundness & unit weight
	For every 1,500m3 or fraction thereof

	     d. Water
	Certification from Project Engineer or quality test, if source is questionable 
	One 

	     e. Joint Filter 
	
	

	     *- Poured Joint Filter
	Quality test 
	For each type of ingredient / shipment

	     *- Remolded joint filter 
	Quality test
	For each thickness of filter / shipment

	     f. Special Curing Agent
	Quality test
	For each shipment 

	    g. Steel bars 
	Test for bending, tension & chemical analysis
	For every 10,000 kg or fraction thereof

	    h. Concrete 
	
	

	    *- Superstructure Concrete
	Test for compressive strength on cylindrical samples
	4 specimens for every 50m3 or fraction thereof

	    *- Pavement 
	Flexural test on concrete beam samples 
	3 beam samples for every 330m3 or fraction thereof

	
	Concrete core drilling 
	5 holes for every 3,000m2 or fraction thereof 

	5. Pile Culvert / Storm Drain 
	Test for strength, absorption & dimension
	One pipe for every 50 pieces

	6. Bituminous Tack / Prime            

    Coat
	Quality test 
	For every 40 tons or 200 drums

	7. Bituminous Surface Course
	
	

	      *-Bituminous Material 
	Quality test
	For every 40 tons & 200 drums 

	      *- Aggregates 
	Grading test, plasticity test (PL,LL,PI)

Quality test for grading, plasticity, abrasion, stripping and bulk, specific gravity
	For every 75m3/200 kg or fraction thereof

For every 1,500m3 or fraction thereof

	8. Mooring bit / Bollard
	Inspection test for weight, dimension & Design
	All units

	     *- Accessories
	Mill Certificate 
	One 

	9. Rubber Dock Fender
	Physical Property Test
	One 

	
	Performance test ( energy absorption / reaction force)
	One fender for every group of 10

	     *- Accessories
	Mill Certificate
	One 

	10. Geotextile Fabric Filter 


	Mill Certificate 


	One 



	11. Steel Piles
	Quality Test for Steel
	For every 10,000 kgs. Or a fraction thereof


NOTE: 1.)REFER TO APPLICABLE TESTING STANDARDS. 2.) OTHER LABORATORY TESTS AND RELATED NECESSARY WORKS TO ENSURE THE GOOD QUALITY OF THE PROJECT SHALL BE UNDERTAKEN AS REQUIRED BY THE ENGINEER.
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