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DIVISION 10 : WELDED STRUCTURAL STEEL

1. Description

This work shall consist of the joining of structural steel members with welds of the type,
dimensions, and design shown on the plans and in accordance with this Specification.

It is the intent of this specification to provide for work of a quality comparable to that required
under the Standards Specifications for Welded Highway and Railway Bridges of the American
Welding Society. In case of dispute of for situations not adequately provided for in this
Specification, those designated Standard Specifications shall be considered as the final
authority and shall govern except as amended by the Special Provisions.

Welding of structural Steel shall be done only when shown on the Plans or authorized in writing
by the Engineer.

2. Material Requirements

Steel base metal fo be welded shall be open-hearth or electric furnace steel conforming to
AASHTO M 183.

All arc-welding electrodes shall conform to the requirements of American Welding Society
Specifications. Electrodes shall be of classification numbers E7016, E7018 or E7028 as required
for the positions, type of current and polarity, and other conditions of intended use, and to
conform to any special requirements indicated on the plans.

Filler material to be used in the repair or strengthening of old structures or for joining new parts
to existing steel members, shall be adopted to the material to be welded and may depart from
the foregoing requirements only if agreed by the Engineer.

3. Construction Requirements
a) Equipment
1) General

All items of equipment for welding and gas cutting shall be so designed and
manufactured and in such condition as to enable qualified welders to follow the
procedures and attain the results prescribed in this specification

2) Arc-Welding Equipment

Welding generators and transformers shall be designed expressly for welding. They shall
be capable of delivering steady currents adjustable through a range ample for the work
requirements. They shall respond automatically and quickly fo changes in power
requirements due to variations in arc length and shall deliver full current promptly on
striking an arc.

Welding cable shall have sufficient conductivity to avoid overheating and inadequate
current at the arc and shall be effectively insulated against welding circuit voltage. Earth
or ground connections and circuits shall be secured and adequate to carry the welding
currents.
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Electrode holders shall grip the electrode firmly and with good electrical contact.
Approved automatic welding heads may be used, with suitable auxiliary handling
equipment to provide automatic instead of manual control of electrode and welding arc.

3) Gas-Cutting Equipment

Torches and tips shall be of proper size and type of the work at hand. Suitable regulators
shall afford the welder complete control over the pressure and rate of flow of each gas.

4) Protective Equipment

All personne! protective equipment shall conform to the American Standard Association
Code for such equipment.

The contractor shall enforce the use of approved accessories necessary for the
protection and convenience of the welders and for the proper and efficient execution of
the work.

Suitable protection against the light of the arc shall be maintained by the contractor when
arc-welding operation might be viewed within harmful range by persons other than the
actual welders and inspectors.

b} Welding
1) General

Welding shall be performed by the metal-arc process using the electrodes specified with
either direct or alternating current.

Surfaces to be welded shall be smooth, uniform and free from fins, tears and other
defects which would adversely affect the quality of the weld. Edges of the material shall
be trimmed by machining, chipping, grinding or machine gas-cutting to produce a
satisfactory welding edge wherever such edge is thicker than: 13mm for sheared edge of
material; 16mm for toes of angles or rolled shapes (other than twice flange sections);
25mm for universa! mill plate or edges of flange sections.

The width of root face used, shall be not more than 1.5mm for parts less than 10mm in
thickness nor more than 3mm for parts 10mm or more in thickness.

Butt welds shall be proportioned so that their surface contours will lie in gradual transition
curves. For butt welded joints between base metal parts of unequal thickness, a
transition shall be provided on a slope or level not greater than 1 in 2.5 fo join the offset
surfaces. This transition may be provided by sloping the surface of the weld material or
beveling the thicker part or by combination of these two methods.

Surfaces to be welded shall be free from loose scale, slag, rust grease or other material
that will prevent proper welding. Scale mill that withstands vigorous wire brushing or a
light fiim of drying oil or rust inhibitive coating may remain.

2) Welders

All welding shall be done by approved competent and experienced and fully qualified
welders.
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3) Preparation of Materials for Welding

Dimensional tolerance, straightness and flatness of the structure shapes and plates shall
be within the limits prescribed in the Specification.

Structural steel which is to be welded shali preferably not be painted until all welding is
completed.

Preparation of edges by gas-cutting shall, wherever practicable, be done by machine gas
-cutting. Machine gas-cutting edges shall be substantially as smooth and regular as
those produced by edge planning and shali be left free of slag. Manual gas cutting shall
be permitted only where machine gas-cutting is not practicable and with the approval of
the Engineer. The edge resulting from manual gas cutting shall be inspected and
smoothed with special care. All re-entrant comers shall be filleted to a radius at least
19mm. The cut lines shall not extend beyond the fillet and all cutting shall follow closely
the line prescribed.

4) Assembly

The parts to be joined by fillet welds shall be brought into a close contact as practicable,
and no event shall be separated more than 5mm. If the separation is 1.5mm or greater,
the leg of the fillet weld shall be increased by the amount of separation. The separation
between faying surfaces of lap joints and of butt joints landing on a backing structure
shall not exceed 1.5mm. The fits of joints which are not sealed by welds throughout their
length shall be sufficiently close to exclude water after painting. Where irregularities in
rolled shape or plates, after straightening, do not permit contact within the above limits,
the procedure necessary to bring the matenal within these limits shall be subject to the
approval of the Engineer.

Cutting parts to joined by butt welds shall be carefully aligned. Where the parts are
effectively restrained against bending due to eccentricity or alignment, a maximum offset
of 10 percent of the thickness or the thinner part joined, but in no case more than 3mm,
may be permitted as a departure from the theoretical alignment. In connecting alignment
in such cases, the parts shall not be drawn into a greater slope than two (2) degrees (1
in 30). Measurement of offset shall be between centerline of parts unless otherwise
shown on the plans.

When parts abutting edge to edge differ in thickness, the joint shall be of such from that
the slope of either surface through the transition zone does not exceed 1 in 2.5, the
thicker part being beveled, if necessary.

Members to be welded shall be brought into comrect alignment and held in position by
bolts, clamps, wedges, guy lines, strut and other suitable devices or tack welds until
welding has been completed. The use of jigs and fixtures is recommended where
applicable. Such fastening devices as may be used shall be adequate to insure safety.

Piug and slot welds may be used to transmit shear in a lap joint or to prevent the
buckling or separation of lapped parts.

The diameter of the hole for a plug weld shall not be less than the thickness of the part
containing it plus 8mm nor shall it be greater than 2.25 times the thickness of the weld.

The minimum center spacing of plug welds shall be four times the diameter of the hole.
The length of the slot shall be semicircular or shall have the comers rounded to a radius

not less than the thickness of the part containing it plus 8mm nor shall it be greater than
2.25 times the thickness or the weld.

Road Pavement & Drainage Rehabilitation slong Delpan-iFB Roadway st Slip-0
North Harbor, Tondo, Mania



40
Technical Specifications
{(Welded Structural Stae!)
The end of the slot shall be semicircular or shall have the comers rounded to a radius
not less than the thickness of the part containing it, except those ends which extend to
the edge of the part. ‘

The minimum spacing of lines of slot welds in a direction transverse to their length shall
be 4 times the width of the slot. The minimum center to center spacing in a longitudinal
direction on any line shall be 2 times the length of the slot.

The thickness of plug or slot welds in material 16mm or less in thickness shall be equal
to the thickness of the material. In material over 16mm in thickness, it shall be at least
one-half the thickness of the material but not less than 16mm.

Tack welds, located where the final welds will later be made, shall be subject to the
same quality requirements as the final weld. Tack welds shall be as small as practicable
and where encountered in the final welding, shall be cleaned and fused thoroughly with
the final weld. Defective, cracked or broken tack welds shall be removed before final
welding.

Members or component parts of structures shall be assembled and matchmarked prior to
erection fo insure accurate assembly and adjustment of position on final erection.
Painted assembly marks shall be removed from any surface to be welded.
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DIVISION 08 :  PROJECT BILLBOARD
SPECIFICATION ‘
The Project Billboard shall be installed at location(s) designated by the Engineer.
The size and specifications of materials for the standard billboard shall be 4ft. x 8ft. (1,200mm x
2,400mm) using ¥ inch (12mm) marine plywood or tarpaulin poster on 3/16 inch (5mm) marine
plywood. ?
Project billboards shall not contain Name(s) and/or piéture(s) of any personages.

I
See attached drawings for further details of the standard billboard.
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DIVISION 09 : SAFETY SIGNAGES AND BARRICADES
DESCRIPTION
This work includes the furnishing and installing of safety signages and barricades in accordance
with the specifications and to the details shown below in the drawings, or as directed by the
Engineer.
SPECIFICATION
The Signage’s and Barricades shall be installed at location(s) designated by the Engineer.
The sizes of the standard signages shall be 2-2/3ft x 4ft (800mm X 1,200mm) for fixed type and
2ft x 2-2/3ft (600mm x 800mm) for mobile type. For bamicade standard 2ft x 2-2/3ft (600mm x
800mm) shall be provided.

The materials to be used for signages and baricades are % inch (12mm) marine plywood or
tarpaulin poster on 2" x 2" (50mm x 50mm) good lumber frame (see drawing below).

The printing or painting shall be the discretion of the Engineer.

23 T 6000 LINAER ————=

E— 1 ~

1209
FRONT SOE FRONT L= 3

FRAMING FOR 0,80m x 1.20m SIGNAGES FRAM®MG FOR 0,60m x 0.00m SIGNAGES AMD BARRICADES

STANDARD PLAN FOR SIGNAGES AND BARRICADES
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SECTION VIl

BILL OF QUANTITIES AND ATTACHMENTS



PHILIPPINE
poriskT )
AUTHORITY 7. -

BID SUMMARY

ROAD PAVEMENT AND DRAINAGE REHABILITATION ALONG DELPAN-
ISLA PUTING BATO (IPB) ROADWAY AT SLIP-0, NORTH HARBOR, TONDO, MANILA

NO. DESCRIPTION OF WORK AMOUNT
(Pesos)

1. | GENERAL EXPENSES

2. | REHABILITATION OF 185-M ROADWAY PAVEMENT (From Delpan Gate to Marcos Road Roadway
Section)

3. | DRAINAGE CONSTRUCTION (From Delpan Gate to Marcos Road Roadway Section- Northside)

4. | DRAINAGE CONSTRUCTION (From Marcos Road to Slip-0 Access Road Roadway Section-
Southside)

BID PRICE

Name of Firm Name of Bidder/Authorized Representative Date
(Signatory’s Legal Capacity)
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BILL OF QUANTITIES

ROAD PAVEMENT AND DRAINAGE REHABILITATION ALONG DELPAN-
ISLA PUTING BATO (IPB) ROADWAY AT SLIP-0, NORTH HARBOR, TONDO, MANILA

smu.wpmea R\
ronTS K,
AUTHORITY *Sz -

ITEM NO.
(1)

DESCRIPTION OF WORK
(2)

11

1.2

13

14

BILL NO. 1 - GENERAL EXPENSES
Mobilization/Demobilization.
Rental of Temporary Site Office for Engineer's and Staff
Malntain Tempoary Site Office

Provide construction safety and health program in the execution
of the project

UNIT
{3)

—
TOTALFOR BILLNO. 1

|

lot

maos.

mos.

maos.

Qry.

{4)

lot

7.33

7.33

7.33

UNIT PRICE
(Pesos)
{s)

AMOUNT
(Pesos)
{4 x (5}

Name of Bidder/Authorized Representative
Signatory's Legal Capacity)
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BILL OF QUANTITIES

ROAD PAVEMENT AND DRAINAGE REHABILITATION ALONG DELPAN-
ISLA PUTING BATO (IPB) ROADWAY AT SLIP-0, NORTH HARBOR, TONDO, MANILA

rmu»mza\
PORISE,
AUTHORITY “7 -

ITEM NO. DESCRIPTION OF WORK unit | arv. UNIT PRICE AMOUNT
{Pesos) (Pesos)
(1) {2) (3) {4) {5 {4} x {5)
BILL NO. 2 - REHABILITATION OF 185-M ROADWAY PAVEMENT (From
Delpan Gate to Marcos Road Roadway Sectlon)

2.1 Concrete Breaking:

2.1.1 250mm thk. Existing concrete pavement. sq.m. 2,775.00

2.1.2 Existing concrete curbs and gutter m. 370.00

213 100mm thk existing concrete sidewalk pavement sq.m. 370.00
2.2 Excavation, Hauling and Disposal of excavated concrete debris. cu.m. 744.63
2.3 Base preparation, leveling and Compaction to design grade to sq.m. 2,775.00

include the levelling surface course.

|

Sub-Tota!l for Bill No. 2

Name of Bidder/Authorized Representative
Signatory’s Legal Capacity)
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BILL OF QUANTITIES

ROAD PAVEMENT AND DRAINAGE REHABILITATION ALONG DELPAN-
ISLA PUTING BATO (IPB) ROADWAY AT SLIP-0, NORTH HARBOR, TONDO, MANILA

Pmmpmea\
PORTS L
AUTHORITY 7 >~

TEM NO. DESCRIPTION OF WORK UNIT | ary. UNIT PRICE. AMOUNT .
' (Pesos) . (Pesos)
{1) {2) (3) {3) - (5) {4) x (5)
24 Supply and cast-in place 300mm thk of 3500 psi, 3/4" @ 14 days Ready sg.m. 2,449.85
mix concrete for road pavement including formworks and
construction joint dowel as Indicated in the plan.
2.5 Supply and install pavement expansion joint as indicated in the plan m. 13.80
2.6 Supply and cast-in place 3500 psi, 3/4" @ 14 days Ready mix concrete m. 350.00
for curbs and gutter including rebars and forms work as indicated in
the plan.
2.7 Supply and cast-in place 100mm thk. 3,000 psi ready-mix concrete @ 5q.m. 239.25
28 days for concrete sidewalk including base preparation/
compaction.,
2.2 Saw and cut construction/contraction joint and application of asphalt m. 1,010.40

sealer

TOTAL FOR BILLNO. 2

Sub-Total for Bill No. 2

Name of Bidder/Authorized Representative
Signatory’s Legal Capacity)
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BILL OF QUANTITIES

ROAD PAVEMENT AND DRAINAGE REHABILITATION ALONG DELPAN-
ISLA PUTING BATO (IPB) ROADWAY AT SLIP-0, NORTH HARBOR, TONDO, MANILA

PHILIPPINE
roriskS Y
AUTHORITY "3z~

ITEM NO. DESCRIPTION OF WORK unT | ary. UNIT PRICE - AMOUNT
' (Pesos) (Pesos)
(1) {2) (3) {4) {5) {4) x (5)
BILL NO. 3 - DRAINAGE CONSTRUCTION (From Delpan Gate to Marcos
Road Roadway Section- Northside)
3.1 Drainage excavation to the design grade depth elevation. cum, 559,31
3.2 Supply and place of 36" dia. R.C. Pipes (Class IV) including Mortar m. 139.92
collar and sand bedding as indicated in the plan.
3.3 Concrete breaking for catch basin connection of MHA1 to existing units 2.00
manhole as indicated in the plan.
34 Construction of Drainage Manhole with catch basin:
3.4.1 Drainage manhole (MHA-1)} with catch basin (3,500psi Concrete) as units 8.00
indicated in the plan.
Sub-Total for Bill No. 3

Name of Bidder/Authorized Representative
Signatory’s Legal Capacity)
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BILL OF QUANTITIES

ROAD PAVEMENT AND DRAINAGE REHABILITATION ALONG DELPAN-
ISLA PUTING BATO (IPB) ROADWAY AT SLIP-0, NORTH HARBOR, TONDO, MANILA

PHILIPPINE 3
roris i
AUTHORITY “Lo~

ITEM NO. DESCRIPTION OF WORK unt | ar. UNIT PRICE AMOUNT
{Pesos) (Pesos)
(1) {2} (3} (4) (5} (4) x{5)
3.4.2 Drainage manhole (MHA-2) with catch basin (3,500psi Concrete) as units 4.00
indicated in the plan.
3.4.3 Drainage manhole (MHA-3) with catch basin (3,500psi Concrete) s unit 1.00
indicated in the plan.
3.5 Backfilling, compaction, levelling to the design grade and disposal of lot 1.00

excess soil materials,

TOTALFORBILLNO. 3 -

Sub-Total for Bilt No. 3

—

Name of Bidder/Authorized Representative
Signatory’s Legal Capacity)
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BILL OF QUANTITIES

ROAD PAVEMENT AND DRAINAGE REHABILITATION ALONG DELPAN-
ISLA PUTING BATO (IPB) ROADWAY AT SLIP-0, NORTH HARBOR, TONDO, MANILA

PHILIPP{HE \
PORISE,
AUTHORITY ‘T

ITEM NO. DESCRIPTION OF WORK unT | arv. UNIT PRICE AMOUNT

(Pesos) (Pesos)

(1) (2) (3) (4} (S) {4) x (5)

BILL NO. 4 - DRAINAGE CONSTRUCTION (From Marcos Road to Slip-0
Access Road Roadway Section-Southside)

4,1 Concrete cutting. m. 428.30

4.2 Concrete breaking (250mm thk. pavement). sq.m. 432.65

4.3 Excavation to the drainage system design grade depth. cu.m. 780.99

4.4 Supply and place 36" dia. R.C. Pipes {Class IV) including Mortar coliar m. 205.15

and sand bedding as indicated in the plan
4.5 Construction of drainage manhole {MHA-2) @3,500psi concrete with units 6.00

catch basin as indicated in the plan

Sub-Total for Bill No. 4

Name of Bidder/Authorized Representative
Signatory's Legal Capacity)
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BILL OF QUANTITIES

ROAD PAVEMENT AND DRAINAGE REHABILITATION ALONG DELPAN-
ISLA PUTING BATO (IPB) ROADWAY AT SLIP-0, NORTH HARBOR, TONDO, MANILA

pmurmnaa\
rorTs K,

AUTHORITY 2z

concrete for concrete pavement restoration including reinforcing

steel bars as indicated in the plan.

ITEM NO. DESCRIPTION OF WORK UNIT Qry. UNIT PRICE AMOUNT ;
: (Pesos) (Pesos)
(1) (2) {3) (4) (S} (4) x (5)
4.6 Backfilling, compaction levelling to the design grade and disposal of lot 1.00
excess soil materials,
4.7 Supply and place 250mm thk, 3,500 psi, 3/4" @ 14 days ready mix sq.m. 535.38

Sub-Total for Bill No. 4

TOTAL FOR BILL NO. 4

Name of Bidder/Authorized Representative
Signatory’s Legal Capacity)
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BOQ & Attachments
(ANNEX 1 ~ Basis of Payment)

BASIS OF PAYMENT FOR WORK ITEMS INCLUDED IN THE PROPOSAL

The basis of payment for the work items included in the contract, as indicated in the Bill of
Quantities (BOQ) shall be for the actual quantity in square meter, cubic meter, linear meter,
numbers, sets of quantity and/or lumpsum that were actually installed/placed in accordance with the
plans and specifications and accepted by the Engineer. The contract unit price shall be full
compensation for fumishing all materials, labor, equipment, tools, and incidentals expenses
necessary to complete the work.

Road Pavement & Drainage Rehabilitation along Deipan-IPB Roadway at Slip-0
Narth Harbor, Tendo, Manila



g
BOQ & Attachments
(ANNEX 1 — Facilities 1o be Provided

FACILITIES TO BE PROVIDED FOR THE ENGINEER & HIS STAFF
RENTAL OF SITE OFFICE AND RESIDENCE FOR THE ENGINEER & STAFF

The Contractor shall provide a temporary site office and residence (rental) with an area of at least
48 square meters for use of the Engineer and his staff for the whole duration of the contract project.

Road Pavement & Drainage Rehabilitation asong Delpan-iPB Readway at Slip-0
North Harbor, Tondo, Manila



1-unit/s
1-unit/s
1-unit/s
1-unit/s
1-unit/s
1-unit/s
1-unit/s
1-unit/s
1-unit/s
1-unit/s
1-unit/s
1-unit/s
1-unit/s
1-unit/s
1-unit/s

1-unit/s

10
BOQ & Attachments
({ANNEX 3 - Minimum Equipment Requirements)

MINIMUM MAJOR EQUIPMENT REQUIREMENTS

Air compressor, 250 cfm, Owned or Leased
Backhoe (0.40 cu.m.,94.3 hp) with Hydraulic with Pavement Breaker, Owned
Concrete Cutter, 5 Hp, Owned

Concrete mixer, 1 Bagger, Owned

Concrete screeder, Owned or Leased

Concrete vibrator, 3.5 Hp, Owned

Dump truck, 4.59 - 6.87 cu.m. Cap-, Owned

Forklift (1.36T), Owned or Leased

Jack hammer, Owned or Leased

Oxy/Acetylene cutting outfit, Owned

Plate compactor, vibratory (5 hp), Owned

Rebar Bender (Electric 25mm& max.), Owned
Rebar Cutter (Electric 25mm@ max.), Owned

Road Roller (12.05T, vibratory), Owned or Leased

Water truck (500-1,000 gal. Cap), Owned or Leased

Welding machine (400 amp.), Gas or Diesel Driven, Owned or Leased

Road Pavemend & Dramage Rehabiitation along DelpandPB Roadway at Sip-0
North Harbor, Tondo, Mania



11
BOQ & Attachments
{ANNEX 4 — Construction Safety & Health Requirements)

CONSTRUCTION SAFETY AND HEALTH REQUIREMENT

The Contractor shall implement the construction safety and health program in accordance with the
applicable provisions of the Occupational Safety and Health Standards (OSHS) of the Department
of Labor and Employment (DOLE).

The Contractor, subject to the approval of the Engineer shall provide and maintain throughout the
duration of the contract a medical room with at least 15 square meters together with ail necessary
supplies to be sited in the Contractor's main area.

The Contractor shall provide the following minimum requirements:
LABOR
1 no.  Safety Engineer/ Officer
EQUIPMENT / MATERIALS
Personnel Protective Equipment

16 pes. Hard Hats

6 pcs. Safety Glasses/Goggles (clear)
16 pc. Gloves (Cotton)

15  pairs Safety Shoes

16 pcs. Safety Vest

1 set  Welding Mask (Auto Darkening)
2,304 pcs.  Dust Mask (N95)

Safety Devices .
1 lot Barricades/Safety Nets

1 lot Informative/Directional/WWaming Signs
2 unit/s Fire extinguisher (10kg)

Medical and First Aid System - 7.33 mos.
Temporary shelter for workers - 1 lot

NOTE:

The Contractor shall provide the above-cited minimum construction safety and health
requirements or as required by the Engineer.

Road Pavement & Drainage Rehabilitation along DeipanIPB Roadway at Slip-0
North Harbor, Tondo, Manila
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BOQ & Attachments
(ANNEX 5 = Minimum Testing Requirements)

PPA MEMORANDUM CIRCULAR
No

.02 .
Senes of 2016
Aftachment

Page 1of 10

REVISED SCHEDULE OF MINIMUM TEST REQUIREMENTS OF
CONSTRUCTION MATERIALS FOR PPA INFRASTRUCTURE PROJECTS

Matenals/items of
Work

Required Tests

L. Construction of
Piernwharf, Platform
and Ramp

Structural Concrete {SC)

A Portland Cement

B Fme Aggregate

C Coarse
Aggregate

O \Water
E Steel Bars

F Concreta

Quality Test

Qualty Test for Grading, Elutnabon (wash),
Bulk Spectfic Grawity, Absorption, Mortar
Strength, Soundness, Organic Impunbes, Unit
Weight, % Clay Lumps and Shale

Quahty Test for Grading, Bulk Specific Gravrty
Absorpbon and Abrasion

Cerhficate from the Engineer or Quakty Test
for Density and Chionde Content

| Ml Certficate and Quality Test for Chemncal

Compasiton and Mechanical Pmpemes

Compressive Strength on cylnder samples

Slump Test
G Admixture and Quality Test
Caoncrete Cunng
Matenals
Piling (@)
A Concrete Pies Fabncation Report
1 Concrete Same test as for SC (F}
2 SteelBars Same test as for SC (E)
3 Hgn Test for Chamical Composition and
Tension Mechancal Properhes
Strand

Minimum Incremental
Frequency of Tests

For every 2,000 bags {40kg) or
fraction thereof

For every 1,500 cubxt meter or
fraction thereof

For every 1,500 cubwc meter or
frachon therecof

One per source

For every 10,000 kg or fractlon‘
thereof

1 set consisting of 3 concrete
cylinder samples shall be taken
from each day's pounng and to
represent notmore than 75 cu m
of concrete or fraction thereof

For every mix

One per shipment

One per fabncation
Same frequency as SC (F)
Same frequency as SC (E)

For every 20000kg or fraction
thereof

: —tt

[

Road Pavement & Drainage Rehabilitation along DelpanPB Roadway at Slip-0
North Harbor, Tondo, Manida
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BCQ & Attachments
(ANNEX 5 ~- Minimum Testing Requirements)

- PPA MEMORANDUM CIRCULAR
No _ 0
v Senes of 2016
Atlachment
Page 207 10
Matenals/items of Requrred Tests Minumum Incremental
Work ; Frequency of Tests
a4 Coarse Sama Test as for SC (C) Same frequency as SC (C)
Aggregates
5 Fine Same Test as for SC {B) Same frequency as SC (B)
_ Aggregates

B Steel Pipe Piles

1 Steel

Fabncation Repart, Mill Certificate and Quality
Test for Chemical and Mecharical properbes

Chemical Composition (refer below)

- Under 14° {355 60mm) Outside
Diameter

- 14710 36" (355 6 to 914mm) Outside
Da

- Owver 36" (914mm) Qutside Drameter

Mechanical/Tensie '

Omne per fabncaton

2 from 200 pipe of frachen thereof
2 from 100 pipe or fraction thereof
2 from 30001 (914m) of frachon
thereof

One {1} tenswon test shall be made

on one length or fraction thereof of
each size, or one piece of skelp

Anchor Bolt

representing each lot of 200
lengths or frackon thereof of each
size
2 Polyurethane | Mul Certificate and Qualty Test One per fabncabon
Coating :
"3 Concrete Same test as for SC (F) Same frequency as SC (F)
4 Fme Same test as for SC (B) Same frequency as SC {B)
Aggregate
5 Coarse Same test as for 5C (C) Sama frequency as SC (C)
Aggregate
6 SteelBars Same Test as SC (E) | Same frequency as SC (E)
7 Water Same Test as SC (D) Same frequency as SC (D)
1 Rubber Dock Fenders Phys«cal Test All units
(RDF) '
Performance Test for Energy Absorption and All umits
Reaction Force
Accessones
Washer and Fuing Bolt, | Physical Test All units

Qualty Test for Chermcal Composiion and

One per fabnication

Mechanical Properties

Road Pavement & Drainages Rehabiltation along Delpan-PB Roadway at Slip-0
North Harbor, Yondo, Mania
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BOQ & Attachments
{ANNEX 5 — Minimum Testing Requirements)

. FPA MEMORANDUM CIRCULAR

No_0QF

* Serms of 2016
Attachment
) Page 3o/ 10
Matenals/ltems of ~ Required Tests Minimum Incremental
Work ‘ Frequency of Tests

Moonng Bollard (MB) Physical Test All Units
and Accessones

{Hexagon Nuts, Plain
Washer, Anchor Ring
and

Anchor Bolt}

Quality Test for Chermcal Gomposmon and | One per fabncation

Mechanical Propertes

{l. Construction of

Back-Up Area,
Causeway and
Pavement

Sheet Piing (SP)

A Cmu'eteSheet

Piles

1  Concrete

2 Steel Bars

3  High Tension
Sirands

4 Fne Aggregates

5 Coase
Aggregates

B Steel Pipe Piles .

1 . Steel
Concrete

Fine Aggregate
Stéel Bars .

b oW

Same test as for SC (F)
Same tes! as for SC (E}
Same testas for P (A 3)

Same test as for SC (B)
Same Test as for SC (C)

Same lest as for P (81)
Same test as for SC (F)
Same test as for SC {B)
Same test as for SC (E)

San'leﬁ'equencyaéSC(F} . -
Same frequency as SC (E) )
Same frequency as P (A 3)

Same freciuencyés SC(8)
Samé frequenc\_r as SC(C)

Same frequency as P (81)

.| Same frequency as SC (F).
Same frequency as sc (B)
Same frequency as SC (E)

/ﬁ@ :

YA

Road Pavement & Drainage Rehabilitation along DelpaniPB Roadway at Siip-0
North Harbor, Tondo, Manila



16
BOQ & Attachments
{ANNEX 5 — Minimum Testing Requirements)

PPA MEMORANDUM CIRCULAR

No
Senes of 2018
Attachmaent
Page 40F 10
Matenals/items of 'Requrred Tests Minimum Incremental
Work Frequency of Tests
Rocks Test for Apparent Specific Grawvity and | For every 1,500 cubic meter or
Abrasion fraction thereof
Geotextile Fifter Physical and Mechanical Test One per batch
Ml Certificate One per batch
Sand and Gravel Fil Qualty Test for Organc Impurntes and ; For every 1,500 cubic meter or
Grading fraction thereof
Selected Fill Quality Test for Grading, Plastaty and For every 1,500 cubic meter or
Laboratory Compaction Test fraction thergof
Laboratory Califorria Beanng Ratio (CBR) For every 2,500 cubic meter or
. frachon thereof '
Feld Density Test ’ For every layer of 150mm of
: compacted depth at least ane
group of three In-situ density test
for every 500 sq m or fracton
thereof -
Aggregate Base Course { Quality Test for Grading and Plasticity .For every 300 cubxc meter or

Qualty Test for Grading. Plasbcity, Abrasion
and Laboratory Compaction Test

Laboratory Califorrua Beanng Rato (CBR)

fraction thereof

For every 1500 cubic meter or
fraction thereof

Same frequency as Selected Fill

Fieki Density Test Same frequency as Selected Fill
Portland Cement
Congrete Pavement
{(PCCP)
A Portland Cement | Same test as for SC (A) Same frequency as SC (A)
B Fine Aggregate | Same testas for SC (B) Same frequency as SC (B}
C Coarse Same test as for SC {C) Same frequency as SC (C)
Aggregate
D Water Same test as for SC () Same frequency as SC (D)
Steel Bars Same test as for SC (E) Same frequency as SC (€}
{Dowels) - |-
£ _ Jont Filler Qualily Test 1.One (1} per shipment A @
- 10

Road Pavement & Drainage Rehabiitation along DekxandPB Roadway at Slip-0

North Harbor, Tondo, Manida
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BOQ & Attachments
{ANNEX 5 - Minimum Testing Requirements)

- PPA MEMORANDUM CIRCULAR
No
Senes of 2016
Atlachment

Page 5ol 10

Matenals/items of Required Tests Miruimum Incremental
Work Frequency of Tests
TG Admitureand | Same testas for SC(G) Same frequency as SC (G)
Concrete Cunng
Matenal
H Concrete Same test as for SC (F) Same frequency as SC (F)
Flexural Test 3 beamn samples for every 330
sqm or frachon therecf

1  Completed Core Test 1 set {3 specimen) for every 2.500
Pavement _ | sgm and fracton theraof

Intertocking Concrete
Blocks

A Cement Same test as for SC (A) Same frequency as SC (A)

B Fine Aggregate | Same test as for SC (B) - S_ame frequency as SC (B)

C Coarse Same test as for SC (C) Same frequency as SC {C)
Aggregate )

0O Water Same test as for SC (D) Same frequency as SC (D)
Admixture & Same test as for SC (G) Same frequency as SC (G)
Concrete Cunng ' . ;

Matenals -
F  Completed Blocks | Physicat Test and Compresswve Strength 6 blocks per day of fabncaton

Cement Treated Base
Course (CTB}
A Portland Cement

B Fine & Coarse

Same test as for SG (A)

Qualty Test for Grading, Abrasion and

Same frequency as SC (A)

For every 1,500 cubic meter or

Aggregates Soundness fraction thereof
Water Same test as for SC (D) | S8ame frequency as SC (D)
Completed CTB | Field Density Test For every layer of 150mm of
. compacted depth at least one
group of three in-situ density test
every 500 sqm or fraction thereof
Re'tasmng WalliCoping
WalVRC Curb/RC
Ditch/Shear
Key/Concrete
Blocks\Lean Concrete
A Portiand Cement | Same test as for SC (A) Same frequency as SC (A)
B Fine Aggregate | Same testas for SC (B) Same frequency as SC (8)

7

Road Pavement & Drainage Rehabiltation along DelpanPB Roadway at Slip-0
North Harbor, Tondo, Manila
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B0OQ & Attachments
(ANNEX 5 — Minimum Testing Requirements)

PPA M CIRCULAR
No 32
Senes of 2016
Attachment
Page 6 of 10
Méteriats/tfems of Required Tests Mirumum Incremental
Work ‘ Frequency of Tests
C Coarse Same test as for SC (CL Same frequency as SC {C)
Aggregates
0 Water Same test as for SC (D) Same frequency as SC (D)
. E Sieel Bars Same test as for SC (E) Same frequency as SC (E)}

F Admixture and

Same test as for SC {G)

Same frequency as SC (G)

Concrete Cunng
G Concrete Same test as for SC (F) Same frequency as SC (F)
Te Rod
A Steel Same test as for SC (E) One per batch
B Assembly Performance Test {Tension) One per batch
Tie Bars and Dowels Same last as for SC (E) 'Forevery 10,000 kg'orfractlon
theneof per Twe bars and Doweis
Pipe Culverts and Storm
Drains '
_- A Pipes Test for Strength, Absorption and Physical For every 50 pieces
B MorarorJomt | Same Testasfor SC(ABand D) For every 25 preces

Allernative Test Same test as for SC (F) and |

Inspecton Report
Concrete Hollow Blocks
A Porttand Cement | Same test as for SC (A) Same frequency as SC (A}
B Fune Aggregates | Same test as for SC (B) Same frequency as SC (B)
C Woater Same test as for SC (D) Same frequency as SC (C)
D Concrete Same test as for SC (F) Same frequency as SC (F)
E Completed CHB | Quality Test One for every 500 pieces or
fraction thereof
Construction Jomts (CJ)
A Ange Bars Test for Physical and Mechamcal Properbes One per batch
B Steel Bars Same test as for SC (E) One per batch
C Zinc (HotDip Physical Test for Appearance, Stnpping, | All unts
Gahlanzmg) Waewghing, Adherence and Adhesion
- Coating Thickness 1set{3 spe;:men) for every y
Magnetic Thickness Measurement

R

100,000 sq mm_or frachon thereo;/ \.'/
VAN

Road Pavemnent 4 Drninage Rehabiliiation along Delpan4PB Roadway at Shp-0

North Harbor, Tondo, Manda
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BOQ & Attachments
(ANNEX 5 — Minimum Testing Requirements)

PPA M(E)mnmow CIRCULAR
No -
Seresof 2016
Altachment
Page 7oF 10
" Materials/items of Required Tests Minimum incremental
Work ! Freqguency of Tests
. | Sacked Concrete _ _ _ : :
A Cement Same test as for SC (A) | Same frequency as SC (A)
B Fine Aggregates | Same testas for SC (B} Same frequency as SC (B)
C Coarse Sama test as for SC (C) Same frequency as 5C (C)
Aggregates
D Water Same test as for SC (D) Same frequency as SC (D)
E Concrete Same test as for SC (F) Same frequency as SC (F)°
F  Sack (ute) Physical Test One for every 50 pleces
Rubble Concrete
A Cement Same test as for SC (A) ' Same frequency as SC {A)
B Fine Aggregates Smmtasfor SC(B) Same frequency as SC (B) .
C  Coarse Same test as for SC {C) Sanwfrequed::y as 5C({C)
" Aggregates : '
D Waler Same test as for SC (D) Same frequency as SC (D)
Concrete Same test as for SC (F) Same frequency as SC (F)
F _Rocks Same test as for ROCKS Same frequency as ROCKS
Earthworks '
A  Sub-grade Gradwng Test For every 1,500 cubic meter or
preparation Plasticity Test (LL,PLP1) . fraction thereof :

Laboratory Cmnpa_dlon_rest : _

Density Test For every layer of 150mm of
compacted  depth at least one
group of three in-si: density fest
every 500 sq m_or fracton thereof

B Structure it excavated matenats shafl be used as For every 1,500 cubsc meter or
Excavation Backfil : fracbon thereof :

Grading Test ' .

Plashcity Test (LLFPLPI)

Laboratory Compaction Test

Density Test For every layer of 150mm of

g : compacted depth at least -one
group of three in-situ densiy test
every 500 sq m or frachon thereof

b ik

S
w~

Road Pavement & Dramrage Rehabiltation along Delpan-IPB Roadway at Slip-0
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BOQ & Attachments
(ANNEX 5 — Minimum Testing Requirements)

[
PPA MEMORANDUM CIRCULAR
Na_0
- Senes of 2016
Aftactnent
- Page 8o/ 10
Matenals/items of Requrred Tests Minimum Incremental
Work ‘ Frequency of Tests
Il Port Operations Builkding/Passenger Terminal Eulldingrr ransit Shed/Warehouse
STRUCTURAL WORKS b :
Refer to Structural Concrete {SC) and Piling Works (P)
ARCHITECTURAL WORKS : |
_ T
Ceramuc ~ Filled Ligind © | Physical Property, Mechanical and Chemical | One per shipment
Membrane / Water Property, Leak Test ! Flood Test
Proofing, Hydrophobic |
Poreblockinyg Ingredents |
with Superpiastcizer L |
Paint Quaity Test i One 4-L can for every 100 cans or
| frachon thereof
Ceramic Tiie ‘| Inspecton and Evaluation’ Report from the | One per shipment
- - Engineer ——
Stanless Steel Inspection and Evaluahon Reporl from the | One per shipment
_ Engmeer . L
Roofing Matenals tnspechon and Evaluahon Report from the | One per shipment
. Engineer
Ceiling Matenals . Inspection and Evahiabon Report from the | One per shipment
e Engineer i
ELECTRICAL AND MECHANICAL WORKS
Wires / Cables Inspection and Evaluaton Report from the [ One per shipment
Engineer
Teshng and Commissioning
Elecincal Devices inspecton and Evaluation Report from the | One per shipment
Engmeer
| Tesbng and Cormrmssomng .
Frre Alarm System Inspecton and Evaluation Report from the | One per itern
' Engmeer
Testing and Conwnsssionmg
Winng Devices lnspecaon and Evall.lauan Report from the | One per shipment
Engmeer
\
Testing and Commussioning ‘ -
- ‘ . .

1h

//!t-
RS

Road Pavement 8 Drainage Rehabitation along Delpan-iPB Roadway at Shp-0
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BOQ & Attachments
{ANNEX 5 — Minimum Testing Requirements)

PPA MEMORANDUM CIRCULAR
No
- Senes of 2016
Atachment
Page 9 of 10
Matenals/items of Required Tests Minimum Incremental
Work ! Frequency of Tests
Protective Devices Inspecticn and Evaluaton Report from the | One per shipment
Engmeer
Testng and Commussioning
Te'ephene System inspection and Evaluaton Report from the | One peritem
Engineer
Testing and Commussioning
CCTV System tnspection and Evaluaton Report from the | One per tem
Engmeer
Testing and Commissionng
CATV System Inspechon and Evaiuatlon Report from the | One per dem
Engmeer .
Testing and Commussioning
Background Music and Inspeébon and Evaluation Report from the | One per tem
Paging System Engmeer, Testing and Commussioning
Ar Conditoming Units & | Inspection and Evaluaton Report from the { One per tem
Venhlation Engmeer
Teshng and Commrssaonmg .
Condurt Pipes Inspection and Evaluation Repcd fram the | One per dem
Engineer
Testing and Commisskoning
Lighting Fixtures Inspecton and Evaluation Report from~ the | One per tem
Engineer
Testng and Commussionng
PLUMBING WORKS )
Pipes {nspechon and Evaiuahon Report from the | One per tem
Engineer i
Testmg and Commissiomng

7Y

el

FIEE ]

[ : -

Road Pavement & Drainage Rehabilitation along Delpan{PB Roadway at Slip-0

North Harbor, Tonde, Manila
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Bidding Forms
{Checkiist of Technical and Finandial Documents)

Checklist of Technical and Financial Documents

I. TECHNICAL COMPONENT ENVELOPE

Class “A” Documents

Legal Documents
O (a) Valid PhilGEPS Registration Certificate (Platinum Membership) (all pages)

Technical Documents

O (b) Statement of the prospective bidder of all its ongoing govemment and
private contracts, including contracts awarded but not yet started, if any,
whether similar or not similar in nature and complexity to the contract to be
bid; and

O (c) Statement of the bidder's Single Largest Completed Contract (SLCC) similar to
the contract to be bid, except under conditions provided under the rules; and

O (d) Special PCAB License in case of Joint Ventures;
and registration for the type and cost of the contract to be bid; and

O (e) Original copy of Bid Security. If in the form of a Surety Bond, submit also a
certification issued by the Insurance Commission;
or
aiginal copy of Notarized Bid Securing Declaration; and

(i  Project Requirements, which shall include the following:

O a. Organizational chart for the contract to be bid;

D b. List of contractors key personnel (e.g., Project Manager, Project
Engineers, Materials Engineers, and Foremen), to be assigned to the
contract to be bid, with their complete qualification and experience
data;

(W c. List of contractor's major equipment units, which are owned, leased,

and/or under purchase agreements, supported by proof of ownership
or certification of availability of equipment from the equipment
lessor/vendor for the duration of the project, as the case may be; and
O (g) Orginal duly signed Omnibus Swom Statement (OSS);
and if applicable, Original Notarized Secretary’s Certificate in case of a
corporation, partnership, or cooperative; or Orginal Special Power of
Attommey of all members of the joint venture giving full power and authority to
its officer to sign the OSS and do acts to represent the Bidder.

Road Pavement & Drainage Rehabilitation along DelpandPB Roadway st Slip-0
North Harbor, Tondo, Mania
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Bidding Forms
{Checklist of Technical and Financial Documents)

Financial Documents
O (h) The prospective bidder's computation of Net Financial Contracting Capacity
(NFCC).

Class “B” Documents

a If applicable, duly signed joint venture agreement (JVA) in accordance with
RA No. 4566 and its IRR in case the joint venture is already in existence;
or

duly notarized statements from all the potential joint venture partners stating
that they will enter into and abide by the provisions of the JVA in the

instance that the bid is successful.

II. FINANCIAL COMPONENT ENVELOPE |
O (j) Original of duly signed and aocomplisheci Financial Bid Form; and

Other documentary requirements under RA No. 9184

O (k) Original of duly signed Bid Prices in the;BiII of Quantities; and

0 () Duly accomplished Detailed Estimates Form, including a summary sheet
indicating the unit prices of construction materials, labor rates, and equipment
rentals used in coming up with the Bid; and

O (m) Cash Flow by Quarter.

Road Pavement & Drainage Rehabilitation along Delpan-PB Roadway at Slip-0
North Harbor, Tondo, Mania
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Bidding Forms
(Bid Form for the Procurement of Infrastructure Projects)

Bid Form for the Procurement of Infrastructure Projects
[shall be submitted with the Bid]

BID FORM

Date :
Project Identification No. :

To: Philippine Ports Authority
PPA Building, Bonifacio Drive,
South Harbor, Port Area, Manila

Having examined the Philippine Bidding Documents (PBDs) including the
Supplemental or Bid Bulletin Numbers , the receipt of which is hereby duly
acknowledged, we, the undersigned, declare that:

a. We have no reservation to the PBDs, including the Supplemental or Bid Builetins, for
the Procurement Project: Road Pavement and Drainage Rehabilitation along
Delpan-isia Puting Bato (IPB) Roadway at Slip-0, North Harbor, Tondo, Manila:

b. We offer to execute the Works for this Contract in accordance with the PBDs;

c. The total price of our Bid in words and figures, excluding any discounts offered
below is: ;

d. The discounts offered and the methodology for their application are:

e. The total bid price includes the cost of all taxes, such as, but not limited to: fspecify
the applicable taxes, e.q. (i) value added tax (VAT), (i) income tax, (iii) local taxes,
and (iv) other fiscal levies and dufies], which are itemized herein and reflected in
the detailed estimates,

f. Qur Bid shall be valid within the period stated in the PBDs, and it shali remain
binding upon us at any time before the expiration of that period;

g. If our Bid is accepted, we commit to obtain a Performance Security in the amount
of percent of the Contract Price for the due performance
of the Contract, or a Performance Securing Declaration in lieu of the the allowable
forms of Performance Security, subject to the terms and conditions of issued GPPB
guidelines' for this purpose;

h. We are not participating, as Bidders, in more than one Bid in this bidding process,
other than alternative offers in accordance with the Bidding Documents;

i. We understand that this Bid, together with your written acceptance thereof included

! currently based on GPPB Resolution No. 09-2020

Road Pavement & Drainage Rehabilitation along Detapn-IP8 Roadway at Slip-0
North Harbor, Tonde, Manila
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Bidding Forms

{Bid Form for the Procurement of Infrastructure Projects)

in your notification of award, shall constitute a binding contract between us, untii a
formal Contract is prepared and executed; and

i. We understand that you are not bound to accept the Lowest Calculated Bid or any
other Bid that you may receive.

k. We likewise cettify/confirm that the undersigned, is the duly authorized representative
of the bidder, and granted full power and authority to do, execute and perform any and
all acts necessary to participate, submit the bid, and to sign and execute the ensuing
contract for the Road Pavement and Drainage Rehabilitation along Delpan-sla
Puting Bato (IPB) Roadway at Slip-0, North Harbor, Tondo, Manila of the
Philippine Ports Authority. i

. We acknowledge that failure to sign each and every page of this Bid Form,
including the Bill of Quantities, shali be a ground for the rejection of our bid.

Name:

Legal Capacity:

Signature:
Duly authorized to sign the Bid for and behalf of:
Date:

Road Pavement & Drainage Rehabilitation along Delapn-{P8 Roadway at Slip-0
Nerth Harbor, Tondo, Manila



Bidding Forms.
(On-gaing)

STATEMENT OF THE BIDDER'S ALL ONGOING GOVERNMENT AND PRIVATE CONTRACTS, INCLUDING CONTRACTS AWARDED BUT NOT YET STARTED

| hereby declare that all ongoing contracts, including awarded contracts yet to be started coinciding with the contract to be bid are listed below:

Name of Owner's Scope Contractor's Accomplishment Contract Duration
outstanding Name and of Work Role and Total Contract Date of Value of (in percentage, %)
Contracts Address Percentage of Amount or Value Contract and | Qutstanding 7] 8]
Participation NOA Works Planned | Actual Start of Estimated
1] 2] 3} 4] 5] 6] Project Completion Date

A) Government
Contracts

i. On-going
ii. Awarded but
not yet started

B) Private
Contracts

i. On-going
ii. Awarded but
not yet started

NOTE:

1] As appearing In the contract executed by the parties.

2] With special reference to the Scope of Works of the Project as described/enumerated in the Contract.

3] Indicate the percentage of participation and whether as Sole Contractor, Sub-Contractor or Member In a Joint Venture / Consortium.

4] Indicate the FOREX used if Contract Value is expressed in a currency other than the Philippine Peso,

5] As appearing in the Contract and Notice of Award (NOA).

8] Amount or value of all cutstanding or uncompleted portions of the projects under cngoing contracts, including awarded contracts yet to be started
coinciding with the contract to be bid.

7] Percentage of Accomplishment as of the praceding month which should not be eariier than two (2) months from the date of bid submission.

8] As appearing inthe Notice io Proceed and Contract.

This Statement shall be supported by:
a) Notice of Award
b) Notice to Proceed and Contract

Name of Firm Name of Bidder/Authorized Representative _ Date

(Signatory's Legal Capacity)
Revised: September 2021

Road Pavement & Drainage Rehabilitation along Delpan-IPB Roadway et Slip-0t
North Harbor, Tondo, Manial
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Bidding Forms

{SLCC)
STATEMENT OF THE BIDDER'S SINGLE LARGEST COMPLETED CONTRACT (SLCC) SIMILAR TO THE CONTRACT TO BE BID
Name of the Owner's Scope Contractor's Total Contract Value At Contract Duration
completed Name and of Work Role and 4} 6]
Contract Address ofpggft?g;aagt;m Award Completion Escalated Date of Award Start Completed
Value to
1] 2] 3] Present Prices 5]
NOTE :

1] As appearing in the contract executed by tha parties,

2] With special reference to the Scope of Works of the Project as described/enumerated in the Contract.

3] Indicate the percentage of participation and whether as Sole Contractor, Sub-Contractor or Member in a Joint Venture / Consortium.

4] Indicate the FOREX used if Contract Valus is expressed in a currency other than the Philippine Peso. Attached the computation for the escalated contract value.
5] As appearing in the Notice of Award.

6] As appearing in the Notice to proceed and Cerificate of Completion.

A. The bidder must have an experience of having completed a SLCC that is similar to the contract to be bid equivalent to at least fifty percent (50%) of the ABC,
adjusted if necessary, by the Bidder to current prices using the PSA consumer price indices. A contract is considered to be “similar” to the contract to be bid
if it has the same Major Categories of Work as stated in the Bid Data Sheet (BDS).

B. This Statement shall be supported by:

a. Notice of Award, Notice to Proceed and Contract.

b. Project Owner's Certificate of Final Acceptance issued by the owner and/ or Constructors Performance Evaluation System (CPES) Finat Rating,
which must be at least Satisfactory. The said Cerlificate of Acceptance shall contain the following: 1) Name of project owner that issued the certificate,
2) Name of Contractor/ Constructor, 3) Name of Contract, and 4) Contract Duration.

¢. Recapitulation or Final Bill of Quantities.

Name of Firm Name of Bidder/Authorized Representative Date
(Signatory’s Legal Capacity)

Revised: September 2021

Road Pavement & Drainage Rebabilitation along Delpan-IPB Roadway at Slip-0f
North Harber, Tondo, Manlia
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Bidding Forma
(Experience Record)

STATEMENT OF THE BIDDER'S EXPERIENCE ON MAJOR CATEGORIES OF WORK OF THE SLCC INCLUDING OTHER COMPLETED CONTRACTS
SIMILAR TO THE CONTRACT TO BE BID

SLCC similar to Other completed contracts similar to the

Major Categories of Work Unit of Quantity the confract to contract to be bid Unit of Quantity
Measure be bid Measure
1] 1] 1] 2] 2] 2] 2]
Name of the Name of the { Name ofthe | Name of the
contract contract contract contract
1. Construction of Concrete Road sa.m. 1,224.92
Pavement
2. Construction of Drainage System fin.m. 172.53

NOTE:

1] As stated in the Bid Data Sheet.

2] As appearing in the Recapitulation and/ or Final Bill of Quantities.

This statement shall be supported by:
a. Notice of Award, Notica to Proceed and Contract.
b. Project Owner's Cerlificate of Final Acceplance issued by the owner and/ or Constructors Performance Evaluation System (CPES) Final Rating, of at least satisfactory.
The said Certificate of Acceptance shall contain the following: 1) Name of project owner that issued the certificate, 2) Name of Contractor/Constructor, 3) Name of Contract,
and 4) Contract Duration,
¢. Recapitulation and/ or Final Bill of Quantities.

Name of Firm Name of Bidder/Authorized Representative Date
Signatory's Legal Capacity
Revised: September 2021

Road Pavement & Drainage Rahakilitation along DelpanIFB Roadway at Sip-0
North Harbor, Tonde, Manital



Bidding Forms
{Fimancial)

FINANCIAL DATA

A. The prospective bidders audited Financial Statements, showing, among others, the
prospective bidder's total and current assets and liabilities, stamped “RECEIVED” by the
Bureau of Internal Revenue (BIR), or its duly accredited and authorized institutions, for the
preceding calendar year which should not be earlier than two (2) years from the date of bid
submission.

Year

1. Total Assets

2. Current Assets

3. Total Liabilities

4. Current Liabilities

5. Net worth (1-3)

o

. Net Working Capital (2-4)

B. The computation of the bidders Net Financial Contracting Capacity (NFCC) must be at least
equal to the ABC to be bid, as follows:

NFCC = [ (Current assets minus current liabilities) (15) ] minus the value of all
outstanding or uncompleted portions of the projects under ongoing contracts,
including awarded contracts yet to be started coinciding with the contract to be
bid.

NFCC =

Attached herewith are certified true copies of the audited financial statements stamped received by
the BIR or BIR authorized collecting agent for the latest/immediately preceding calendar year.

Name of Firm/Applicant

Authorized Signing Official

Date:

NOTES:
If Partnership or Joint Venture, each Partner or Member Firm of Joint venture shall submit
separate financial statements.

Road Pavement & Drainage Rehabilitation along Delpan-IPB Roadway at Sliup-0
North Harbor, Tendo, Manital



Bidding Forms

(Pledged Personnel)
STATEMENT OF THE BIDDER’S KEY PERSONNEL PLEDGED FOR THE CONTRACT TO BE BID
| hereby declare that the following key personnel are qualified and available for the duration of the contract {o be bid:
Similar Total
Position of Key Name No. of Experience in the | Experience in the Attachment(s) Annex(es)
Personne! Key Position (Years) Position (Years)
1] Personnel 2]
PRC License (CE Preferred)
Project Manager Complete Qualification and Experience Data Annex"_"
| Certificate of Commitment
Project Engineer PRC License (CE Preferred) Annex * *
Complete Qualification and Experience Data
Certificate of Commitment
Materials Engineer PRC License (CE Preferred) Annex *_"
Submit Valid and Renewed DPWH Certificate of Accreditation
Submit Accreditation |dentification Card as Materials Engineer
Complets Qualification and Experience Data
Ceificate of Commitment
Construction Safety Certificate of Safety and Health Construction Related Course issued Annex*_*®
and Health Officer by DOLE Accredited Trainings
: Complete Qualification and Experience Data
Certificate of Commitment
Foreman Complete Qualification and Experience Data Annex“_”
Certificate of Commitment
Other Position(s) Complete Qualification and Experiencs Data Annex *_°
Ceriificats of Commitment

NOTE: 1] As stated in the Bid Dats Sheet
2] The number of years of experience of the key personnel shall be as indicated In the qualification and experience data or curriculum vitae.

Minimum qualification requirements: The key personnel must have a work experience that is similar in nature and complexity to the contract to be bid,

Project Manager - Five (5) years Materials Engineer —~ One (1) year
Projact Engineer - Three (3) years Materials Engineer | = for projects costing up to 100M
Foreman - Five (5) years Materials Engineer || - for projects costing more than 100M

Construction Safety and Health Officer - One (1) year

Name of Fim Name of Bidder/Authorized Representative Date
(Signatory's Legal Capacity)
Revised: September 2021

Road Pavement & Dralnage Rehabiltation along Delpan-IPB Roadway at Slip-0
North Harbor, Tondo, Manila



Bidding Forms

(Pledged Equipment)
STATEMENT OF THE BIDDER’S EQUIPMENT PLEDGED FOR THE CONTRACT TO BE BID
| hereby declare that the following equipment are in good operating condition and available for the duration of the contract to be bid:
DESCRIPTION No. of | Capacity/ | Owned, Leased, Proof of Ownership/ OTHER INFORMATION
(Type, Model, Unit(s) Output and/or under Leased/ Under {As Applicable)
Make) purchased Purchase Agreement
agreement (Mark as Annex
1] 2] A Z"
3]
Manufacturer Engine Chassis No./ Location | Status

Serial No. Name of Vessel

NOTE:
1] The unit of capacity of the pledged equipment shall be as indicated in the Proof of Ownership, i.e, GW (for crane barge), DWT (for deck barge and hopper barge),
Ton (for crane, road roller and drop hammer), kg.-m/blow (for diesel hammaer), cu.m. {for dump truck), hp (for tugboat, road grader, bulldozer and concrete vibrator),
¢fm (for compressor), gal (for water truck with pump), amp (for welding machine), bagger (for concrete mixer). if the capacity of the pledged equipment is not indicated
in the Proof of Ownership/Leased Contract/Purchased Agresment, submit other proof of capacity such as specifications, brochures or other verifiable printouts indicating
the model name, model number and other details of the equipment.
2] Indicate if the pledged equipment are owned, leased or under purchass agresment.
3] If the pledged equipment is owned, it should be in the name of the bidder. Submit proof of ownership, i.e. deed of sale, sales invoice, official receipt; For owned Water Truck, Dump Truck
and Transit Mixer submit LTO Certificate of Registration and valid Official Receipt; For owned barge/tugboat, submit Marina Certificate of Ownership and valid Cargo Ship Safety Certificate.

if the pledged equipment is leased/under purchased agreement, submit certification of availability of equipment from the equipment lessor/vendor for the duration of the project, and duly
Notarized copy of leased coniract/purchased agreement.

If the pledged bargeftugboat is leased/under purchase agresment, submit certification of availablility of bargeftughoat from the equipment lessor/vendor for the duration of the project, and
duly Notarized copy of leased contract/purchased agresment together with a copy of the Marina Certificate of Ownership and valid Cargo Ship Safety Certificate.

The Minimum Major Equipment Requirements are listed in Section 8, Annex 3.

Name of Firm Name of Bidder/Authorized Representative Date

(Signatory's Legal Capacity)
Revised; September 2021

* Road Pavement & Drainage Rehabilitation along Delpan-P8 Roadway at Slip-0
North Harbor, Tondo, Manila
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Bidding Forms
(Omnibus - Sole)
Omnibus Sworn Statement for Sole Proprietorship
Ishall be submitted with the Bid]
REPUBLIC OF THE PHILIPPINES )
CITY/MUNICIPALITY OF )S.S.
AFFIDAVIT
I, , of legal age, [Civil Status], [Nationality], and residing at ,
after having been duly sworn in accordance with law, do hereby depose and state that:
1. I am the sole proprictor or authorized representative of with office address
at ;
2. As the owner and sole proprictor, or authorized representative of , | have full

power and authority to do, execute and perform any and all acts necessary to participate, submit
the bid, and to sign and execute the ensuing contract for Road Pavement and Drainage
Rehabilitation along Delpan-Isia Puting Bato (IPB) Roadway at Slip-0, North Harbor,
Tondo, Manila of the Philippine Porfs Authority, as shown in the attached duly notarized
Special Power of Attorney;

3. [Name of Bidder] is not “blacklisted” or barred from bidding by the Government of the
Philippines or any of its agencies, offices, corporations, or Local Government Units, foreign
government/foreign or international financing institution whose blacklisting rules have been
recognized by the Government Procurement Policy Board, by itself or by relation, membership,
association, affiliation, or controlling interest with anether blacklisted person or enmtity as
defined and provided for in the Uniform Guidelines on Blacklisting;

4. Each of the documents submitted in satisfaction of the bidding requirements is an authentic copy
of the original, complete, and all statements and information provided therein are true and correct;

5. [Name of Bidder] is authorizing the Head of the Procuring Entity or its duly authorized
representative(s) to verify all the documents submitted;

6. The owner or sole proprietor is not related to the Head of the Procuring Entity, members of the

Bids and Awards Committee (BAC), the Technical Working Group, and the BAC Secretariat, the
head of the Project Management Office or the end-user unit, and the project consultants by
consanguinity or affinity up to the third civil degree;

7. [Name of Bidder] complies with existing labor laws and standards; and

8. [Name of Bidder] is aware of and has undertaken the responsibilities as a Bidder in compliance
with the Philippine Bidding Documents, which includes:

a. Carefully examining all of the Bidding Documents;

b. Acknowledging all conditions, local or otherwise, affecting the implementation of the
Contract;

c. Making an estimate of the facilities available and needed for the contract to be bid, if any; and

d. Inquiring or securing Supplemental/Bid Bulletin(s) issued for the /Name of the Project].

Road Pavement & Drainage Rababitation along DelpanPB Roadway at Slip-0
Morth Harbor, Tonde, Manila
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9. [Name of Bidder] did not give or pay directly or indirectly, any commission, amount, fee, or any
form of consideration, pecuniary or otherwise, to any person or official, personnel or
representative of the government in relation to any procurement project or activity.

10. In_case advance_payment was made or given, failure to perform or deliver any of the
obligations and undertakings in the contract shall be sufficient grounds to constifute

criminal liability for Swindling (Estafa) or the commission of fraud with unfaithfulness or
abuse of confidence through misappropriating or converting any payment received by a

person or entity under an obligation involving the duty to deliver certain goods or services,
to the prejudice of the public and the government of the Philippines pursuant to Article 315

of Act No. 3815 s. 1930, as amended, or the Revised Penal Code.

IN WITNESS WHEREQF, I have hereunto set my hand this __dayof _ ,20 at ,
Philippines.

Name of Bidder/ Authonized Representative

(Signatory’s Legal Capacity)
AFFIANT

Hurat]

[Format shall be based on the latest Rules on Notarial Practice]

Road Pavement & Drainage Rahabilitation along DelpanPB Roadway at Slip-0
North Harbor, Tondo, Mania
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Omnibus Sworn Statement for Partnership or Cooperative
[shall be submitted with the Bid]

REPUBLIC OF THE PHILIPPINES )

CITY/MUNICIPALITYOF _ )S.S.
AFFIDAVIT
I, , of legal age, [Civil Status], [Nationality], and residing at ,
after having been duly sworn in accordance with law, do hereby depose and state that:
1. 1am the duly authorized and designated representative of with office address
at 5

2. T am granted full power and authority to do, execute and perform any and all acts necessary to
participate, submit the bid, and to sign and execute the ensuing contract for Road Pavement and
Drainage Rehabilitation along Delpan-Isla Puting Bato (IPB) Roadway at Slip-0, North
Harbor, Tondo, Manila of the Philippine Ports Authority, as shown in the attached [state title
of attached document showing proof of authorization (e.g., duly notarized Secretary’s Certificate,
Board/Partnership Resolution, or Special Power of Attorney, whichever is applicable;)];

3. [Name of Bidder} is not “blacklisted” or bamred from bidding by the Government of the
Philippines or any of its agencies, offices, corporations, or Local Government Units, foreign
government/foreign or international financing institution whose blacklisting rules have been
recognized by the Government Procurement Policy Board, by itself or by relation, membership,
association, affiliation, or controlling interest with another blacklisted person or entity as
defined and provided for in the Uniform Guidelines on Blacklisting;

4, Each of the documents submitted in satisfaction of the bidding requirements is an authentic copy
of the original, complete, and all statements and information provided therein are true and correct;

5. [Name of Bidder] is authorizing the Head of the Procuring Entity or its duly authorized
representative(s) to verify all the documents submitted;

6. None of the officers and members of [Name of Bidder] is related to the Head of the Procuring
Entity, members of the Bids and Awards Committee (BAC), the Technical Working Group, and
the BAC Secretariat, the head of the Project Management Office or the end-user unit, and the
project consultants by consanguinity or affinity up to the third civil degree;

7. [Name of Bidder] complies with existing labor laws and standards; and

8. [Name of Bidder] is aware of and has undertaken the responsibilities as a Bidder in compliance
with the Philippine Bidding Documents, which includes:

a. Carefully examining all of the Bidding Documents;

b. Acknowledging all conditions, local or otherwise, affecting the implementation of the
Contract;

¢. Making an estimate of the facilities available and needed for the contract to be bid, if any; and

d. Inquiring or securing Supplemental/Bid Bulletin(s) issued for the [Name of the Project].

Road Pavement & Drainage Rehabilitation slong Delpan-/PE Roadway at Slip-D
North Harbor, Tondo, Manial
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9. [Name of Bidder] did not give or pay directly or indirectly, any commission, amount, fee, or any

form of consideration, pecuniary or otherwise, to any person or official, personnel or
representative of the government in relation to any procurement project or activity.

10. In_case advance payment was made or given, failure to perform or deliver any of the
obligations and undertakings in the contract shall be sufficient grounds to constitute
criminal liability for Swindling (Estafa) or the commission of fraud with unfaithfuiness or
abuse of confidence through misappropriating or converting any payment received by a
person or entity under an obligation involving the duty to deliver certain goods or services,

to the prejudice of the public and the government of the Philippines pursuant to Article 315
of Act No. 3815 s. 1930, as amended, or the Revised Penal Code.

IN WITNESS WHEREOF, I have hercunto set my hand this __ dayof . , 20 at ,
Philippines.

Name of Bidder/ Authorized Representative

(Signatory’s Legal Capacity)
AFFIANT

[Jurat]
[Format shall be based on the latest Rules on Notarial Practice]

Road Pavement & Drainage Rehabiltation along DeipaniPB Roadway st Slip-0
Naoxth Harbor, Tondo, Manilal
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Omnibus Sworn Statement for Corporation or Joint Venture
[shall be submitted with the Bid]

REPUBLIC OF THE PHILIPPINES )
CITY/MUNICIPALITY OF )SS.

AFFIDAVIT

I, , of legal age, [Civil Status}, [Nationality], and residing at R
after having been duly sworn in accordance with law, do hereby depose and state that:

1. 1 am the duly authorized and designated representative of with office address
at ;

2. T am granted full power and authority to do, execute and perform any and all acts necessary to
participate, submit the bid, and to sign and execute the ensuing contract for Road Pavement and
Drainage rehabilitation along Delpan-Isla Puting Bato (IPB) Roadway at Slip-0, North
Harbor, Tondo, Manila, as shown in the attached [state title of attached document showing proof
of authorization (e.g., duly notarized Secretary’s Certificate, Board/Partnership Resolution, or
Special Power of Attorney, whichever is applicable;)];

3. [Name of Bidder] is not “blacklisted” or barred from bidding by the Government of the
Philippines or any of its agencies, offices, corporations, or Local Government Units, foreign
government/foreign or international financing institution whose blacklisting rules have been
recognized by the Government Procurement Policy Board, by itself or by relation, membership,

association, affiliation, or controlling interest with another blacklisted person or_entity as
defined and provided for in the Uniform Guidelines on Blacklisting;

4. Each of the documents submitted in satisfaction of the bidding requirements is an authentic copy
of the original, complete, and all statements and information provided therein are true and correct;

5. [Name of Bidder] is authorizing the Head of the Procuring Entity or its duly authorized
representative(s) to verify all the documents submitted;

6. None of the officers, directors, and controlling stockholders of [Name of Bidder] is related to the
Head of the Procuring Entity, members of the Bids and Awards Committee (BAC), the Technical
Working Group, and the BAC Secretariat, the head of the Project Management Office or the end-
user unit, and the project consultants by consanguinity or affinity up to the third civil degree;

7. [Name of Bidder] complies with existing labor laws and standards; and

8. [Name of Bidder] is aware of and has undertaken the responsibilities as a Bidder in compliance
with the Philippine Bidding Documents, which includes:

a. Carefully examining all of the Bidding Documents;

b. Acknowledging all conditions, local or otherwise, affecting the implementation of the
Contract;

¢. Making an estimate of the facilities available and nceded for the contract to be bid, if any; and

d. Inquiring or securing Supplemental/Bid Bulletin(s) issued for the [Name of the Project].

9. [Name of Bidder] did not give or pay directly or indirectly, any commission, amount, fee, or any

Road Pavement & Drainage Rehabilitation along DelpanPB Roadway at Slip-0
Morth Harbor, Tonde, Manial
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Bidding Forms
{Omnibus — Corp AL.V)

form of consideration, pecuniary or otherwise, to any person or official, personnel or
representative of the government in refation to any procurement project or activity.

10. In_case advance payment was made or given, failure to perform or deliver any of the

obligations and undertakings in the contract shall be sufficient grounds to constitute
criminal liability for Swindling (Estafa) or the commission of fraud with unfaithfulness or
abuse of confidence through misappropriating or converting any payment received by a
person or entity under an obligation involving the duty to deliver certain goods or services,

to the prejudice of the public and the government of the Philippines pursuant to Article 315
of Act No. 3815 s. 1930, as amended, or the Revised Penal Code.

IN WITNESS WHEREOF, 1 have hereunto set my hand this  dayof ___,20__ at ,
Philippines.

Name of Bidder/ Authorized Representative

(Signatory’s Legal Capacity)
AFFIANT

[Jurat]

[Format shall be based on the latest Rules on Notarial Practice]

Road Pavement & Drainage Rehabifitation along Deipan-{PB Roadway at Slip-0
North Harbor, Tondo, Manial
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Bid Securing Declaration Form
[shall be submitted with the Bid if bidder opts to provide this form of bid security]

REPUBLIC OF THE PHILIPPINES)
CITY OF )S.S.

BID SECURING DECLARATION
Project Identification No.:

To: Philippine Ports Authority

PPA Building, Bonifacio Drive,
South Harbor, Port Area, Manila

1/We, the undersigned, declare that:

1.

I/We understand that, according to your conditions, bids must be supported by a Bid Secunty,
which may be in the form of a Bid Securing Declaration.

I/We accept that: (a) I/we will be automatically disqualified from bidding for any procurement
contract with any procuring entity for a period of two (2) years upon receipt of your Blacklisting
Order; and, (b) I/'we will pay the applicable fine provided under Section 6 of the Guidelines on the
Use of Bid Securing Declaration, within fifieen (15) days from receipt of the written demand by
the procuring entity for the commission of acts resulting to the enforcement of the bid securing
declaration under Sections 23.1(b), 34.2, 40.1 and 69.1, except 69.1(f),of the IRR of RA No. 9184,
without prejudice to other legal action the government may undertake.

I/'We understand that this Bid Securing Declaration shall cease to be valid on the following
circumstances:

a. Upon expiration of the bid validity period, or any extension thereof pursuant to your request;

b. 1am/we are declared ineligible or post-disqualified upon receipt of your notice to such effect,
and (i) I/we failed to timely file a request for reconsideration or (ii) I/we filed a waiver to avail
of said right; and

c. I am/we are declared the bidder with the Lowest Calculated Responsive Bid, and I/we have
furnished the performance security and signed the Contract.

IN WITNESS WHEREOQF, 1/We have hereunto set my/our hand/s this day of /month] [vear] at
[place of execution].

Name of Bidder/ Authorized Representative
(Signatory’s Legal Capacity)
AFFIANT

[Jurat]

[Format shall be based on the latest Rules on Notarial Practice]

Road Pavemernt & Drainage Rehabiltation Along Delpar-iPB Roadway at Slip-0
North Harber, Tonde, Manial
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CONSTRUCTION METHODOLOGY
Name of Project

Project Description

Location

NOTES:

The namative construction method will guide and familiarize the contractor and the PPA on how the
project shall be carried out in accordance with the highest standard of workmanship.

The construction method shall be consistent with the Bar Chart / S-Curve Schedule, Equipment
Schedule and Manpower Schedule.

Name of Bidder/Authorized Representative
{Signatory’s Legal Capacity)

Ravised: September 2021

Road Pavement & Drainage Rehabilitation along Delpan-iPB Roadway at Slip-0
Nortty Harbor, Tondo, Manila
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MANPOWER SCHEDULE
Name of Project
Project Description
Location
MANPOWER CONTRACT DURATION ( Calendar Days)
{Minimum)
M O NTH L Y

Project Manager

Project Engineer

Materials Engineer |

Construction Safety and Health
Officer

Foreman

Specify other applicable positions, ie.:
- Carpenter

- Steelman

- Mason

- Electrician

- Rigger

- Others

Name of Bidder/Authorized Representative
(Signatory’s Legal Capacity)

Revised: Septernber 2021

Road Pavement & Drainage Rehabiitation along Deipan-iPB Roadway at Slip-0
Morth Harbor, Tende, Manda
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EQUIPMENT UTILIZATION SCHEDULE
Name of Project
Project Description
Location
EQUIPMENT No. CONTRACT DURATION { Calendar Days)
(Minimum) of
Units
M O N T H LY
1z:asara|i"‘"1‘1‘“"i:_‘lrﬁuu«oruun—

Name of Bidder/Authorized Representative
(Signatory’'s Legal Capacity)

Revised: September 2021

Road Pavement & Drainage Rehabiltation along Delpan-PB Roadway at Slip-0
HNorth Harbor, Tondo, Manila
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CASHFLOW BY QUARTER AND PAYMENT SCHEDULE

Name of Project:
Project Description
Location
Project Duration Payment Schedule Cash flow
{days or months) {Monthly, in Pesos) (Quarterly, in Pesos)
TOTAL
NOTES

The cash flow by quarter and payment schedule shoutd be consistent with the Bar
Chart and S-curb.

- Payment schedule shall not be more than once a month.

Name of Bidder/Authorized Representative
(Signatory's Legal Capacity)

Revised: September 2021

Road Favement & Drainage Rehabilitation along Delpan-FPB Roadway at Slip-0
Nerth Harbor, Tonde, Manilal
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Contract Agreement Form for the

Procurement of Infrastructure Projects (Revised)
[not required to be submitted with the Bid, but it shall be submitted within ten (10) days after receiving
the Notice of Award]

CONTRACT AGREEMENT

THIS AGREEMENT, made this day of between Philippine
Ports Authority with principal office at PPA Building, Bonifacio Dnve South Harbor, Port Area,
Manila (hereinafter called the “Entity”) and [name and address of Contractor] (hereinafter called
the “Contractor®).

WHEREAS, the Entity is desirous that the Contractor execute [name and identification
number of contract] (hereinafter called “the Works™) and the Entity has accepted the Bid for
[contract price in words and figures in specified currency] by the Contractor for the execution
and completion of such Works and the remedying of any defects therein.

NOW THIS AGREEMENT WITNESSETH AS FOLLOWS:

1. In this Agreement, words and expressions shall have the same meanings as are
respectively assigned to them in the Conditions of Contract hereinafter referred to.

2. The following documents as required by the 2016 revised Implementing Rules and
Regulations of Republic Act No. 9184 shall be deemed to form and be read and construed
as part of this Agreement, viz.:

a. Philippine Bidding Documents (PBDs),
i. Drawings/Plans;
ii. Specifications;
iii.  Bill of Quantities;
iv.  General and Specia! Conditions of Contract;
v. Supplemental or Bid Bulletins, if any;

b. Winning bidders bid, including the Eligibility requirements, Technical and Financial
Proposals, and ali other documents or statements submitted;

Bid form, including ali the documents/statements contained in the Bidders bidding
envelopes, as annexes, and all other documents submitted (e.g., Bidder's response to
request for clarifications on the bid), including corrections to the bid, if any, resulting from
the Procuring Entity’s bid evaluation;

c. Performance Security,

d. Notice of Award of Contract and the Bidder’s conforme thereto; and

Road Pavement & Drainage Rehabilitation along Delpan-iPB Roadway at Slip-0
North Harbort, Tondo, Manila
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e. Other contract documents that may be required by existing laws and/or the Procuring

Entity concemed in the PBDs. Winning bidder agrees that additional contract

documents or_information prescribed by the GPPB_that are subsequently

required for submission after the contract execution, such as the Notice to

Proceed, Variation Orders, and Warranty Security, shall likewise form part of
the Contract.

3. In consideration for the sum of [total contract price in words and figures] or such other
sums as may be ascertained, [Named of the bidder] agrees to [state the object of the
contract] in accordance with his/her/its Bid.

4. The Philippine Ports Authority agrees to pay the above-mentioned sum in accordance
with the terms of the Bidding.

IN WITNESS whereof the parties thereto have caused this Agreement to be executed the day
and year first before written.

JAY DANIEL R. SANTIAGO Name of Bidder/ Authorized
General Manager Representative
(Signatory’s Legal Capacity)
for: for:
Philippine Ports Authority Contractor

Acknowledgment

[Format shall be based on the latest Rules on Notarial Practice]

Road Pavement & Dvainage Rehabiltation along DelpanPB Roadway at Slip-0
North Harbort, Tondo, Manila



