
1. Accomplish the RFQ including this supporting documents correctly. 

2. Do not alter the contents of all forms in any way.

3. Failure to comply with any of the mandatory requirements will disqualify your quotation.

After having carefully read and accepted the Terms and Conditions, I/we submit our quotation/s for the project below:

Name of Project : Repair/Retrofitting and Waterproofing of PTB/TMO Slab 

Location : Port of Abra de Ilog, Occidental Mindoro

Item Unit Price Amount

No. (Pesos) (Pesos)

1.00 1.00 LS

2.00

2.01

300.60 SQ M

2.02

300.60 SQ M

3.00

3.01

53.17 SQ M

3.02

53.17 SQ M

4.00

4.01

1.00 LOT

5.00

5.01

1.00 LOT

Total Bid Price

Php

Chip-off/Preparation of Ramp Surface for 

Replacement of Concrete Topping including 

Groove Design

Surface Preparation, Chip-off of Damaged/Crack 

Portions of Roof Deck and Cleaning including 

Application of High-Viscosity Concrete Epoxy for 

Cracks and as Bonding Agent for Application of 

Rapid Setting Plugging Leak Mortar for Pedestal 

of Equipments Installed at the Area

PTB Ramp

Ceiling and Painting Works

Replacement of Gypsum Ceiling Board including 

Metal Furring Ceiling Joist and Painting Works

Quantity 

INSTRUCTIONS

Mobilization, Demobilization,Clean Up & Disposal

Preparation and Chip-off Damaged Portions of 

Bottom Slab caused by Spalling including 

Removal of Ceiling

Retrofitting

Application of Rapid Setting Plugging Leak Mortar 

on Slab and Parapetwall Corner Joints, Epoxy 

Resin Based Floor Primer and Two-coats of 

Water Based Polyurethane Membrane for Roof 

Deck including Top Portion of Parapetwall

ANNEX "B'

Philippine Ports Authority

PORT MANAGEMENT OFFICE - MINDORO

Port Area, San Antonio, Calapan City 

Oriental Mindoro

Waterproffing

Application of Rust Converter and Two-coats of 

Epoxy Primer for Rusted and Exposed Slab 

Rebars, High-Viscosity Concrete Epoxy to Patch 

Spalled and Damaged Areas of Slab and Non-

sag Cementitious Pre-packed Repair Mortar with 

5,800psi of Compressive Strength and Shrinkage 

Compesation Properties for Spalled/Chipped 

Areas.

UnitDescription

BILL OF QUANTITIES


