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SUPPLEMENTAL/BID BULLETIN NO. 1

PROPOSED DREDGING OF THE ENTRANCE CHANNEL AND TURNING BASIN
OF CURRIMAO PORT, CURRIMAO, ILOCOS NORTE

T O : All Prospective Bidders
: Members, HO-BAC-EP
. Others Concerned

Relative to the Bid Documents for the above project, which was posted in the PhilGEPS
and PPA websites on 30 March 2023, please be informed of the following amendments
thereto, as follows:

I. ON THE MINIMUM EQUIPMENT REQUIREMENT (BOQ AND ATTACHMENTS
ANNEX 3 - MINIMUM EQUIPMENT REQUIREMENTS, PAGE 7)

XXX XXX XXX

I. One (1) Unit Self-propelled grab type Dredger, min GW 450 tons with
Mechanically-operated or electrically-driven crane of 60
tons capacity; multiple line heavy duty grab bucket of 6.0
cu.m. capacity; and 1,000 cu. m. minimum hopper capacity
(Owned)

OR
Il. One (1) Unit Non-propelled Crane Barge, min 450 Gross Tonnage with
minimum sixty (60) tons crane and muitiple line heavy duty
rock/sand grab bucket of 6.0 cu. m. capacity and 1,000 cu.
m. loading capacity (Owned);

One (1) Unit Tugboat, 850 hp minimum (Owned or Leased);




OR

lll. One (1) Unit Non-propelled Crane Barge, min 450 GW Tons with
mechanically-operated or electrically-driven crane of 60
tons capacity and multiple line heavy duty rock/sand grab

bucket of 6.0 cu. m. capacity (Owned);
One (1) Unit Tugboat, 850 hp minimum (Owned or Leased);

Two (2) Units Non-propelled Hopper/Loading Barge, 600 cu. m. capacity
(Owned or Leased)

Issued this 12t day of April 2023

THE BIDS AND AWARDS COMMITTEE
By:

MARK JON'S. PALOMAR
Chairperson, HO-BAC-EP



