
 

 

 
 

 

SUPPLEMENTAL BID BULLETIN NO.   06-2025_ 
(AMENDMENTS/ADDENDUM) 

 
Project: Maintenance of PCCP and Steel Gate at Gate 5, Port of Cagayan de Oro [MPF-
MOC-18-2025] 

 
 

TO : All Prospective Bidders 

  : Members, PMO-MOC-BAC 

  : Others Concerned 
 

Relative to the Invitation to Bid of the above project which was posted in the PPA and 

PhilGEPS websites on September 16, 2025, issued by the Port Management Office of Misamis 

Oriental/Cagayan de Oro Bids and Awards Committee (PMO-MOC-BAC), please be 

respectfully informed of the following Amendment/Addendum on the Philippine Bidding 

Documents as follows: 
 

ORIGINAL ADDENDUM 

ITEM # 1 – Plan Form – Revision of Items  

 
 
 
 
1.01 – On Sheet 1 of 8, under General Notes, 
Number 3 indicates: Windows of side 
booths shall be repaired, including 
replacement of broken glass and 
restoration of window jambs. All 
dimensions shall be verified on site prior 
to any fabrication or installation. 
 
 
 
 
 
1.02 – On Sheet 2 of 8, for the Restoration of 
Steel Gate, items are highlighted in red (as 
shown below)

 
 

PLAN is attached with file name: “18 – APP 
NEW PLAN.pdf” with the following 
adjustment: 
 
1.01 – On Sheet 1  of 8, under General 
Notes, Number 3 is edited and now indicates: 
3. Repair windows of side booths, 
including replacement of broken glass 
panels and restoration of window jambs. 
Verify all dimensions on site prior to 
fabrication and installation. Refer to Floor 
Plan for exact window locations and to the 
Schedule of Doors and Windows for 
details. 
 
 
1.02 – On Sheet 2 of 8, for the Restoration of 
Steel Gate, additional items are highlighted in 
red (as shown) 

 
 



 

 

 
 
 
1.03 –  On Sheet 3 of 8, for the Gate Panel 
Details, items are highlighted in red (as 
shown below) 
 

 
 
 
1.04 -  On Sheet 6 of 8, under Booth Notes, 
Number 3 indicates:  Windows of side 
booths shall be repaired, including 
replacement of broken glass and 
restoration of window jambs. All 
dimensions shall be verified on site prior 
to any fabrication or installation. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
–   On Sheet 3 of 8, for the Gate Panel 
Details, additional items are highlighted in red 
(as shown below)

 
 
 
 
1.04 -  On Sheet 6 of 8, under Booth Notes, 
Number 3 indicates:  Repair windows of 
Repair windows of side booths, including 
replacement of broken glass panels and 
restoration of window jambs. Verify all 
dimensions on site prior to fabrication and 
installation. Refer to Floor Plan for exact 
window locations and to the Schedule of 
Doors and Windows for details. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



For your information and guidance. 

MEDARDO I. SOSOBRADO, JR. 

Chairperson, PMO-MOC-BAC 

September 17, 2025 

1.05 – On Sheet 8 of 8, for the drawing on the 
MANHOLE DETAIL, refer to the figure below. 
The height of the manhole is originally 1.6m 
(shown in red rectangle) 

1.05 – On Sheet 8 of 8, for the drawing on the 
MANHOLE DETAIL, refer to the figure below. 
The height of the manhole is changed to 1.7m 
(shown in red rectangle) 


