PHILIPPINE PORTS
ettt AUTHORITY
Bonifacio Drive, South Harbor, Port Area, Manila 1018, Philippines, P.O. Box 436, Manila, Philippines
Tel. No. (0632) 527-8356, Fax No. (0632) 527-4855, http://www.ppa.com.ph

SUPPLEMENTAL/BID BULLETIN NO. 3

PROCUREMENT OF TWENTY FIVE (25) UNITS OF BAGGAGE X-RAY
MACHINES FOR PPA PORT MANAGEMENT OFFICES

TO : All Prospective Bidders
Members, HO-BAC-PGCS
Others Concerned

Relative to the Bid Documents and Supplemental/Bid Bulletin No. 2 issued by the BAC-PGCS
for the Procurement of Twenty Five (25) Units of Baggage X-Ray Machines for PPA Port

Management Offices (BAC-PGCS-33-2017), please be informed of the following amendments,
to wit:

TERMS OF REFERENCE

XXX XXX XXX

Il. TECHNICAL SPECIFICATIONS

BAGGAGE X-RAY MACHINE

XXX XXX XXX XXX XXX XXX

Conveyor Height Shall not be less than 340mm
and not more than 620mm

XXX XXX XXX XXX XXX XXX

XXX XXX XXX

X-RAY GENERATOR

XXX XXX XXX

Operating System Open Source - It is understood
that “open source” is hereby
meant to include operating
systems by any licensed
source. (Linux, Windows, and
other licensed operating
systems are acceptable).

XXX XXX XXX

VISTON MISSION

By 2010, PPA shall fhave met the international standards in port We commit to Hrovflfe reliable and responsive seﬁfices inrmir



WALK-THROUGH METAL DETECTOR

Dimensions

Passage Height Not lower than 1,950mm
Passage Width Not less than 750mm
Overall Height Not higher than 2,300mm
Overall Width Not more than 1,000mm

Zones Detection

33 zones (minimum)

XXX XXX XXX

TECHNICAL SPECIFICATIONS

ITEM

SPECIFICATION

STATEMENT OF
COMPLIANCE

Bidders must state here either
“Comply” or “Not Comply”

BAGGAGE X-RAY MACHINE

XXX XXX XXX

Conveyor Height: Shall not be
less than 340mm and not more
than 620mm

XXX XXX XXX

XXX XXX XXX

X-RAY GENERATOR

XXX XXX XXX

Operating System: Open
Source - It is understood that
“open source” is hereby meant
to include operating systems by
any licensed source. (Linux,
Windows, and other licensed
operating systems are
acceptable).




XXX XXX XXX

WALK-THROUGH METAL DETECTOR

Dimensions

Passage Height Not lower than 1,950mm
Passage Width Not less than 750mm
Overall Height Not higher than 2,300mm
Overall Width Not more than 1,000mm

Zones Detection

33 zones (minimum)

XXX XXX XXX

Please be informed further of the following schedule:

SUBMISSION OF BIDS
09 March 2018
9:00 a.m.

OPENING OF BIDS
09 March 2018
10:00 a.m.

Issued this 27t day of February 2018

THE BIDS AND AWARDS COMMITTEE:




